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But in TS 33.401 section 9.2.2.2, 232-1 is used as the value of NAS COUNT in the UE and MME to derive Kenb during IRAT handover. The reason for this is not clear.

	
	

	Summary of change:
(

	Clarify why 232-1 is used as the value of NAS COUNT to derive Kenb during IRAT handover.

	
	

	Consequences if 
(

not approved:
	There maybe some misunderstandings for this.

	
	

	Clauses affected:
(

	9.2.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


======================1st change begin=====================
9.2.2.2
Derivation of NAS keys and Kenb during Handover from UTRAN to E-UTRAN

MME and UE shall derive the NAS keys from the mapped key K'ASME as specified in Annex A.

The MME and UE shall derive KeNB by applying the KDF defined in Annex A.3 ED transition using the mapped key K'ASME  and 232-1  as the value of the uplink NAS COUNT parameter. 

NOTE: The MME and UE only uses the 232-1 as the value of the uplink NAS COUNT for the purpose of deriving KeNB and do not actually set the uplink NAS COUNT to 232-1. The reason for choosing such a value not in the normal NAS COUNT range, i.e., [0, 224-1] is to avoid any possibility that the value may be used to derive the same KeNB again.
======================1st change end ======================
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