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Abstract of the contribution:

This contribution adds the missed GBA push requirements and GPI parameters from 33.223v120 and related approved contributions in SA3#51.
1 Introduction

In SA3#51 and SA#40 meeting, we approved 33.223v120 to v130. In the meeting, SA3 only approved three P-CRs: S3-080304, S3-080305 and S3-080385. Because of overlap, SA3 decided to have an e-mail discussion to discuss the overlap part and the editorial issues. However, some requirements and related parameters were missed in new version 33.223v130 and also 33.223v800. 

2 Discussion
Other requirements in section 4.3.12 in 33.223v120 were moved to section 4.3.1 in 33.223v130(also v800) during SA3#51 meeting and the following e-mail discussion.
The missing requirements are,

“   -  The NAF shall be able to indicate to the UE which type of NAF SA that shall be generated, i.e. the type of NAF-key (Ks_ext_NAF or Ks_int_NAF) in the SA. 

NOTE 2:
The key indication in the push message over Ua reference point has the same purpose as the key indication used over Zn reference point within TS 29.109 [x].

-  
The transfer of the NAF_Name and other information (e.g. Prot_Id, P-TID,..) in GPI shall be confidentiality protected for privacy reasons.


Editors NOTE: That GPI confidentiality protection is mandatory has to be verified.”
Based on the principle SA3 agreed, the editor’s note is not needed in 33.223v800 because it is solved in the spec.

Also NAF_Name and Prot_Id concatenations to NAF_Id. So the second requirement changes to 

“-  The transfer of the NAF_Id and other information (i.e. Key_LT , P-TID) in GPI shall be confidentiality protected for privacy reasons.”
These two requirements should be moved to section 4.3.1 general requirements for GBA push due to the 

decision made in SA3#51 and e-mail discussion.

Moreover, the parameters for NAF SA indication in approved S3-080305 in SA3#51 were disappeared in silence in 33.223v130 after the merged work, such as “ext/int” in GPI request and “Key_Type” in GPI.
3. Proposal

We kindly propose SA3 to add the missing requirements to 33.223v800 and agree the related CR S3-080975.
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