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1 Decision/action requested 
This contribution proposes to add system architecture for TR 33.867
2 References
3 Rational
The contribution proposes to add system architecture for user consent for 3GPP services in 5GS.
4 Detailed proposal
*************** Start of 1st Change ****************
5 System architecture
Editor’s Note: This clause will present the system architecture on user consent for 3GPP services, i.e. which part of 5G and connected systems are considered, what a data is expected to be processed, and for what purpose.
Figure 5-1 provides a system architecture overview on personal data processing for 3GPP services in 5G system.
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Figure 5-1

System Architecture Overview for Personal Data Processing in 5GS
The network entities may process personal data as below:
1) UE

-
Collect and store personal data.
-
Send personal data to CN or 3rd SP.
2) RAN
-
Intransmits personal data to Core network or 3rd part.
3) Core network
-
Collect and store Personal data from UE or 3rd SP.
-
Use personal data internally.

-
Share personal data externally.

4) 3rd SP
-
Collect and store Personal data from UE or Core network.
-
Use personal data internally.

-
Share personal data externally.
Processing personal data on UE is the implementation of ME which is out of 3GPP scope. Besides, processing personal data on 3rd SP is out of 3GPP scope, too. In addition, RAN does not process personal data, the exception case for MDT is already supported in early specification. Thus, user consent is not considered for areas above.
In 5G, 3GPP core network has defined NF services to provide services to the NF for personal data processing, and 3GPP core network has also defined exposed capabilities to provide services to the 3rd SP for personal data processing, thus, user consent should be considered for those areas when specific condition is met.

*************** End of 1st Change ****************
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