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1
Decision/action requested

This contribution proposes some correction/clarifications to solution #10.
2
References

[1]
TR 33.854 v0.3.0 (S3-203467)
3
Rationale

This contribution proposes some correction/clarifications to solution #10.

It is proposed that SA3 approve the inclusion of the solution in the TR [1].
4
Detailed proposal

It is proposed that SA3 approve the inclusion of the below pCR in the TR [1].
**** START OF CHANGES ****

6.10.2.3
Revocation 

Figure 6.10.2.3-1 show how the authorisation can be revoked.
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Figure 6.10.2.3-1: UAV revocation 
The steps are as follows:

1. The USS/UTM decide to revoke the UAV’s authorisation.

2. The USS/UTM sends an Authorisation Revoke request to the UFES including the 3GPP UAV ID of the UAV to be revoked.

3. The UFES passes the Authorisation Revoke request to the AMF.

4. The AMF revokes the authorisation to act like an UAV. A consequence of the revocation is to release all connections. 
NOTE 1: Messages used to perform revocation are left to stage 3.
Editor’s Note: Whether all connections or only connections dedicated to the UAS service are released is FFS.
5. The AMF confirms to the UFES that the revocation has happened.

6. The UFES confirms to the USS/UTM that the revocation has happened.

6.10.3
Solution evaluation 

TBD

**** END OF CHANGES ****

