3GPP TSG-SA3 Meeting #102e 
S3-210286
e-meeting, 18 – 29 January 2021
Source:
Huawei, Hisilicon
Title:
Addressing the EN on solution1
Document for:
Approval
Agenda Item:
5.11
1
Decision/action requested

This contribution proposes to address the EN on solution 1 for TR33.850.
2
References

3
Rationale

The contribution is proposed to change the EN “Editor’s Note: The support for mobility of UEs is FFS.” to a Note. This issue is addressed in S3-212089. 
The massage name and flow aligns with the conclusion of SA2. The related EN is deleted.
4
Detailed proposal

It is proposed to approve the following changes in MBS TR.

***
BEGIN OF 1st CHANGE
***

6.1
Solution #1: protect MBS traffic in transport layer
6.1.1
Solution overview
This solution addresses Key Issue 2&3 to support the secure MBS traffic delivery from context provider to multiple UEs through 5GS. The keys for protection of MBS traffic are generated in the RAN nodes and distributed to UEs. The UEs, which belong to a multicast group, acquire the same keys in the RAN node. The security protection is enabled in transport layer.
6.1.2
Solution details
…
11.  Continue with the multicast service initiation procedure. Then, the UE decrypts and/or checks the integrity of PDCP PDUs sent over the K_group based on the security policy.


NOTE: The support for mobility of UEs is addressed in other solutions. 
***
END OF 1st CHANGE
***


