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********************  START of change 1 **********************
[bookmark: _Toc3886210][bookmark: _Toc26797576][bookmark: _Toc35353421][bookmark: _Toc44939394][bookmark: _Toc51067373]7.3.X	Group regroup with preconfigured group
Group regroup with preconfigured group is defined in TS 23.379 [2] and TS 23.280 [36]. The basis of this feature is to allow an authorized MC user to dynamically create a temporary group consisting of a set of predefined groups (i.e. the affiliated members of the predefined groups become members of this new regroup group).  For common group configuration and security, the group regroup with preconfigured group uses a group that is common to all the invited users.  TS 23.379 [2] and TS 23.280 [36] refer to this common group as a preconfigured group.  All users invited to join a secure group regroup with preconfigured group call shall be members of the indicated preconfigured group and shall have obtained the preconfigured group configuration and GMK.
Security for group regroup with preconfigured group follows typical group security establishment procedures using the GMK and GMK-ID obtained through the preconfigured group configuration.  The group configuration to be used (i.e. the GMK and GMK-ID) is identified in the initial preconfigured regroup request message.  The GMK and the GMK-ID from the identified preconfigured group shall be used to derive the master key and master salt as described in clause 7.4.2 and used to secure the media as described in clause 7.5.
7.3.Y	User regroup with preconfigured group
User regroup with preconfigured group is defined in TS 23.379 [2] and TS 23.280 [36]. The basis of this feature is to allow an authorized MC user to dynamically create a temporary group consisting of a specified set of users (i.e. the users identified in the user regroup become members of this new temporary group).  For common group configuration and security, the user regroup with preconfigured group uses a group that is common to all the invited users.  TS 23.379 [2] and TS 23.280 [36] refer to this common group as a preconfigured group.  All users invited into a secure user regroup with preconfigured group call shall be members of the indicated preconfigured group and shall have obtained the preconfigured group configuration and GMK.
Security for user regroup with preconfigured group follows typical group security establishment procedures using the GMK and GMK-ID obtained through a preconfigured group configuration.  The group configuration to be used (i.e. the GMK and GMK-ID) is identified in the initial preconfigured regroup request message.  The GMK and the GMK-ID from the identified preconfigured group shall be used to derive the master key and master salt as described in clause 7.4.2 and used to secure the media as described in clause 7.5.  
********************  END of change 1 **********************

