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1
Decision/action requested

This contribution contains a discussion on the test cases based on TS 33.501 for the split gNB entities.
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Rationale

This contribution provides rationale for text for TS 33.742 for split gNB. 
CU/DU split 

In terms of the gNB specific test cases given in clause 4.2.2.1 apply or are modified as follows in the CU/DU split case:

· Test cases that do not involve network interfaces apply directly to the gNB-CU (and only require the change of text of gNB to gNB-CU) in the test case; and 

· The test case on network interface needs modification to add the F1-C interface for the gNB-CU and modification to include only the F1-C interface for the gNB-DU.
In conclusion for the case of CU/DU split, the gNB test cases just need to be allocated to the gNB-CU except the network interface security test cases which needs to be adapted based on the interfaces supported by each node.  

CU-CP/CU-UP split

With the split of the CU into CU-CP and CU-UP, the TS 33.501 test cases are treated as follows:

•
The ones (cases in 4.2.2.1.1, 4.2.2.1.4, 4.2.2.1.6 and 4.2.2.1.9) that apply to RRC signalling protection apply to the CU-CP with minor modification.

•
The ones (cases in 4.2.2.1.2, 4.2.2.1.5, 4.2.2.1.7 and 4.2.2.1.8) that apply to UP traffic protection apply to the CU-UP with some modifications to account for the CU-CP is setting up the bearers. 

•
The ones (cases in 4.2.2.1.10 and 4.2.2.1.11) about responding to policy are applicable to the CU-CP but need to be modified as the CU-CP informs the CU-UP whether to use non-null integrity or ciphering. 

•
The ones (cases in 4.2.2.1.12, 4.2.2.1.14 and 4.2.2.1.15) on AS algorithm selection and Bidding down protection apply to the CU-CP.

•
The one (case in 4.2.2.1.13) on key refresh at gNB applies to the CU-CP.
•
The ones (cases in 4.2.2.1.16 and 4.2.2.1.17) relating to interface security apply to both the CU-CP and CU-UP with the relevant interfaces included.

•
The one (case in 4.2.2.1.18) about dual connectivity is for the CU-CP.
•
The one (case in 4.2.2.1.19) about UP security activation in Inactive scenario is for the CU-CP.
4
Detailed proposal

It is proposed that SA3 approved the pCRs in S3-221820, S3-221821, S3-221822 and S3-221823 for inclusion the draft TS [1].
