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	Reason for change:
	In clause 7B.4 (Authentication for UE behind 5G-RG and FN-RG), RG is treated as an WLAN access network and UE uses either trusted or untrusted non-3GPP access to connect to the network via RG. 

In R17, Annex S is introduced to allow UE to connect to WLAN access network using NSWO as well. However, the update to clause 7B.4 was missing. 

In addition, the reference number of TS 23.502 is [8], not [2] (which is TS 23.501). 

	
	

	Summary of change:
	Correct the references to TS 23.502 and add clarification on using NSWO for UE behind RG. 

	
	

	Consequences if not approved:
	Incorrect specification and inconsistent specifictiaon which may cause confusion and UE not being able to access WLAN network. 
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[bookmark: _Toc35528607][bookmark: _Toc35533368][bookmark: _Toc45028721][bookmark: _Toc45274386][bookmark: _Toc45274973][bookmark: _Toc51168230][bookmark: _Toc98838977]7B.4	Authentication for UE behind 5G-RG and FN-RG
A UE that is connected to a 5G-RG or FN-RG, can access the 5GC via the N3IWF or via the TNGF. 
A UE behind a FN-RG can use the untrusted non-3GPP access procedure as defined in TS 23.502[28] clause 4.12.2.2 to access the 5GC via the N3IWF. 
A UE behind a 5G-RG can use either the untrusted non-3GPP access as defined in TS 23.502[28] clause 4.12.2.2, or trusted N3GPP-access as defined in TS 23.502 [28] clause 4.12a.2.2.
When the UE uses untrusted non-3GPP access, the authentication of the UE is as specified in clause 7.2.1.
When the UE uses trusted non-3GPP access, the authentication of the UE is as specified in clause 7A.2.1. 
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