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1	Overall description
According to the conclusion of Key Issue #1 (Support of UE-to-UE Relay) in TR 23.700-33, 5G ProSe UE-to-UE relay discovery message contains two sets of elements, i.e., direct discovery set(s) and a U2U relay discovery set. In addition, the direct discovery set of elements can be part of the contents of 5G ProSe Direct Discovery message as defined in Rel-17.
Based on the above conclusion, SA3 has been discussing potential security mechanisms for 5G ProSe UE-to-UE Relay discovery message protection. Currently, there are two approaches: 
· Protection of direct discovery set and U2U relay discovery messages separately using two different sets of discovery security materials, where one set is used to protect the direct discovery set that is associated with a specific ProSe service and the other set is used to protect the U2U relay discovery message that is associated with the RSC
· Protection of the U2U relay discovery messages using a single set of discovery security materials associated with the RSC. 
Which approach to use depends on whether multiple direct discovery sets that correspond to different ProSe services (i.e., ProSe identifiers) can be carried over a single U2U relay service (i.e., a single RSC). However, the conclusion in SA2 is not clear on this aspect. Therefore, SA3 asks SA2 to provide clarification on whether multiple direct discovery sets that correspond to different ProSe services can be carried over a single U2U relay service.  
2	Actions
To SA2, CT1
ACTION: 	SA3 kindly asks SA2 to provide clarification for the above use case regarding U2U relay. 
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