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1. Introduction

This contribution takes into account the GBA Push solution [1] and comments [3] presented at SA3#43 and proposes some adjustments. 
The basic OMA SEC requirements are:

1 A network entity MUST be able to securely trigger the generation of a security association between itself and a mobile client.

2 The network entity MUST be able to send a secured message (also with deferred delivery) to a mobile client, which enables the mobile client to generate the shared security association. 

3 The mobile client SHOULD preferably not have to contact any network entity to be able to generate the security association and check the message.

The network entity may be in the GBA case the BSF or the NAF. We outline the changes necessary for two cases: 

The UE has no return channel to the NAF (S3-060263). The UE is able to communicate with other network elements, e.g. the BSF. This would serve a use case, where the UE is a mobile terminal with normal 3G capabilities (i.e. IP connectivity), but is equipped with the possibility to receive for example video broadcast for handheld devices. The approach would re-use an existing bootstrapping session (like pointed out by S3-060125).
The UE has no return channel to the network (S3-060264). The use case for example could be a set top box which is equipped with a UICC card reader. This would require a reverse bootstrapping procedure, where the UE and the BSF establish a bootstrapping session with the help of the NAF. The Ub interface would not be used at all. This scenario was not considered in S3-060092. 
The details of the changes are outlined in the attached Change Requests to TS 33.220 [2].

2. Proposal

We propose that SA3 studies the proposed GBA push mechanisms and approve the CRs S3-060263 and S3-060264. 
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