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10.3.8.8a
Inter-RAT UE security capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE system
	MP
	
	
	
	

	>GSM
	
	
	
	
	

	>>GSM security capability
	MP
	
	
	The value TRUE means that the indicated ciphering algorithm is supported.
	

	>>>A5/7 supported
	MP
	
	Boolean
	
	

	>>>A5/6 supported
	MP
	
	Boolean
	
	

	>>>A5/5 supported
	MP
	
	Boolean
	
	

	>>>A5/4 supported
	MP
	
	Boolean
	
	

	>>>A5/3 supported
	MP
	
	Boolean
	
	

	>>>A5/2 supported
	MP
	
	Boolean
	
	

	>>>A5/1 supported
	MP
	
	Boolean
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


11.2
PDU definitions


/ .. /

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,



InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,

ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,


/ .. /

-- ***************************************************

--

-- SECURITY MODE COMMAND

--

-- ***************************************************

SecurityModeCommand ::= CHOICE {


r3







SEQUENCE {



securityModeCommand-r3


SecurityModeCommand-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




securityModeCommand-r3-add-ext

BIT STRING

OPTIONAL,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



SEQUENCE {}


}

}

SecurityModeCommand-r3-IEs ::= SEQUENCE {

-- TABULAR: Integrity protection shall always be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



securityCapability



SecurityCapability,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,


-- Other IEs



ue-SystemSpecificSecurityCap
InterRAT-UE-SecurityCapList


OPTIONAL
}






/ .. /

11.3
Information element definitions


/ .. /

-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************


/ .. /
GsmSecurityCapability ::=


BIT STRING {











-- For each bit value “0” means false/ not supported











a5-7(0),











a5-6(1),










 
a5-5(2),










 
a5-4(3),










 
a5-3(4),










 
a5-2(5),










 
a5-1(6)











}
(SIZE (7))








/ .. /

11.5
RRC information between network nodes


/ .. /

-- User Equipment IEs :


AccessStratumReleaseIndicator,


C-RNTI,


ChipRateCapability,


DL-CapabilityWithSimultaneousHS-DSCHConfig,


DL-PhysChCapabilityFDD-v380ext,


DL-PhysChCapabilityTDD,


DL-PhysChCapabilityTDD-LCR-r4,


GSM-Measurements,



HSDSCH-physical-layer-category,


FailureCauseWithProtErr,

MaxHcContextSpace,


MaximumAM-EntityNumberRLC-Cap,


MaximumRLC-WindowSize,


MaxNoPhysChBitsReceived,


MaxNoDPDCH-BitsTransmitted,


MaxPhysChPerFrame,


MaxPhysChPerSubFrame-r4,


MaxPhysChPerTS,


MaxROHC-ContextSessions-r4,


MaxTS-PerFrame,


MaxTS-PerSubFrame-r4,


MinimumSF-DL,


MultiModeCapability,

MultiRAT-Capability,


NetworkAssistedGPS-Supported,


PhysicalChannelCapability-edch-r6,


RadioFrequencyBandTDDList,


RLC-Capability,


RRC-MessageSequenceNumber,


SecurityCapability,


SimultaneousSCCPCH-DPCH-Reception,


STARTList,


STARTSingle,


START-Value,


SupportOfDedicatedPilotsForChEstimation,


TransportChannelCapability,


TxRxFrequencySeparation,


U-RNTI,


UE-CapabilityContainer-IEs,

UE-MultiModeRAT-Capability,


UE-PowerClassExt,


UE-RadioAccessCapabBandFDDList,


UE-RadioAccessCapabBandFDDList2,

UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UL-PhysChCapabilityFDD,


UL-PhysChCapabilityFDD-r6,

UL-PhysChCapabilityTDD,


UL-PhysChCapabilityTDD-LCR-r4,


/ .. /

-- ***************************************************

--

-- Handover to UTRAN information

--

-- ***************************************************
InterRATHandoverInfoWithInterRATCapabilities-r3 ::= CHOICE {


r3







SEQUENCE {



-- IE InterRATHandoverInfoWithInterRATCapabilities-r3-IEs also 



-- includes non critical extensions



interRATHandoverInfo-r3


InterRATHandoverInfoWithInterRATCapabilities-r3-IEs,



v390NonCriticalExtensions

SEQUENCE {




interRATHandoverInfoWithInterRATCapabilities-v390ext











InterRATHandoverInfoWithInterRATCapabilities-v390ext-IEs,




-- Reserved for future non critical extension




v6xyNonCriticalExtensions

SEQUENCE {




interRATHandoverInfoWithInterRATCapabilities-v6xyext











InterRATHandoverInfoWithInterRATCapabilities-v6xyext-IEs,





nonCriticalExtensions


SEQUENCE {}
OPTIONAL




}

OPTIONAL


}

OPTIONAL

},


criticalExtensions



SEQUENCE {}

}

InterRATHandoverInfoWithInterRATCapabilities-r3-IEs ::=

SEQUENCE {



-- The order of the IEs may not reflect the tabular format



--  but has been chosen to simplify the handling of the information in the BSC


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,



-- interRATHandoverInfo, Octet string is used to obtain 8 bit length field prior to 



-- actual information.  This makes it possible for BSS to transparently handle information



-- received via GSM air interface even when it includes non critical extensions.



-- The octet string shall include the InterRATHandoverInfo information


-- The BSS can re-use the 04.18 length field received from the MS



interRATHandoverInfo


OCTET STRING (SIZE (0..255))
}

InterRATHandoverInfoWithInterRATCapabilities-v390ext-IEs ::= SEQUENCE {


-- User equipment IEs



failureCauseWithProtErr



FailureCauseWithProtErr




OPTIONAL
}

InterRATHandoverInfoWithInterRATCapabilities-v6xyext-IEs ::= SEQUENCE {




-- Other IEs



ue-RATSpecificCapability-v6xyext
InterRAT-UE-RadioAccessCapability-v6xyext
OPTIONAL
}
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