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	This CR corrects some issues in chapter 4.4.8 in TS 33.220.

According to TS 22.101 v. 6.11.0 in SA1:

“13.1.4
Multiple USIMs per UICC

The standard shall support more than one USIM per UICC even when those USIMs are associated with different home environments. Only one of the USIMs or the SIM shall be active at a given time.”
Therefore this CR proposes that if the USIM indicated in the "Label" by the Ua application is different to the currently active USIM application, then the ME shall reject this request. Otherwise the UE needs to terminate the currently active USIM and activate a new USIM which will have severe consequences for the user as he/she will loose delivered services as the UE needs to register in the network with a new IMSI in the lower layer protocols (MM/GMM/PMM layers), re-establish all its PDP contexts with the network and re-activate the applications in the service layer. 

Also this CR has been updated with the assumption that the UE can have more than one active ISIM. The 3GPP standard today does not forbid this.
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	This CR proposes that if the USIM indicated in the "Label" by the Ua application is different to the currently active USIM application, then the ME shall reject this request in order to avoid an “on-the-fly” change of the USIM in GBA. Terminating the currently active USIM and activating a new USIM will have severe consequences for the user as he/she will loose delivered services as the UE needs to register in the network with a new IMSI in the lower layer protocols (MM/GMM/PMM layers), re-establish all its PDP contexts with the network and re-activate the applications in the service layer.

	
	

	Consequences if 
(

not approved:
	UICC selection procedure in GBA contradicts TS 31.101 and, furthermore, may lead to erroneous implementations.

	
	

	Clauses affected:
(

	4.4.8, new chapter 4.4.8.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


***************** First change *****************

4.4.8
Requirements on selection of UICC application and related keys
When several applications are present on the UICC, which are capable of running AKA, then the ME shall choose one of these UICC applications for performing the GBA procedures specified in this document in the following order of preference:
1.
The UE determines which UICC application is to be involved:
a.
the application on the ME that needs Ks_NAF (Ua application) may indicate to the GBA support function (GBA function) the type or the name of the UICC application: no preference, USIM, ISIM, or the "Label" (see definition in TS 31.101 [15]) of the UICC application.
NOTE x:
An Ua application specification may require the use of only a USIM (e.g. in MBMS) or only an ISIM. 

NOTE x: 
A user or operator may want to use an Ua application with a specific UICC application indicated by the “Label”. This could be configured in the Ua application in the ME by the user or the operator.
If the application on the ME indicated a “Label” of the UICC application, step b below shall be executed.


If the application on the ME indicated that the UICC application type should be:
-
the USIM; step b below is skipped and in steps c and d only USIM applications are considered.
-
the ISIM; step b below is skipped and in steps c and d only ISIM applications are considered.

if the application on the ME did not indicate a preference, step b below is skipped and the selection process is executed as described below, starting with step c;
b.
if a "Label" was indicated in step a:
At most, there can be only one USIM active at one time. Therefore, if the USIM indicated in the "Label"  by the Ua application is different to the currently active USIM application, then the ME shall reject this request.

If a different ISIM to the currently active ISIM application(s) is indicated to the GBA support function by the Ua application, then the ME shall not terminate the currently active ISIM application(s) but the ME shall follow the procedure in chapter 4.4.8.1 when activating the ISIM application indicated by the "Label",  as the UE is allowed to have several ISIM’s active simultaneously.

c.
if no "Label" was indicated in step a and there are UICC applications active:
If a preferred UICC application type was indicated but no UICC application of this type is active then step d shall be followed.

If a preferred UICC application type was indicated and there are active UICC applications of this preferred type, then the GBA function shall choose:

-
if the preferred UICC application type is USIM then the active USIM is selected

-
if the preferred UICC application type is ISIM and only one ISIM is active then this is selected

-
if the preferred UICC application type is ISIM and more than one ISIM is active then the GBA function may show a UICC application choosing dialogue to the end user (the list contains the "Labels" from the application list of all active ISIM applications on the UICC), from which the end user chooses the UICC application to be selected; if no dialogue is shown the GBA function shall select an active ISIM.

If no preference was given and there is more than one active UICC application, the GBA function may show a UICC application choosing dialogue to the end user (the list contains the "Labels" from the application list of all active UICC applications), from which the end user chooses the UICC application to be selected; if no dialogue is shown the GBA function shall select the active USIM application, if an active USIM application exists, otherwise any active ISIM application.

If no preference was given and there is only one active UICC application, then the GBA function selects this active UICC application;
d.
if no "Label" was indicated in step a and if there are no UICC applications active active or if there is no UICC application of the preferred UICC application type active:
-
if there is only one UICC application on the UICC, the GBA function selects it, if possible;
-
if there is more than one UICC application on the UICC, the GBA function may show a UICC application choosing dialogue to the end user (the list contains the "Labels" from the application list of the UICC), from which the end user chooses the UICC application to be selected. If a preferred UICC application type was indicated and there are UICC applications of this type on the UICC, then the list shown contains only UICC applications of this type, otherwise the list contains all UICC applications on the UICC. If no dialogue is shown the GBA function shall select the "last selected" UICC application of the preferred type (i.e. either the "last selected" USIM or the "last selected" ISIM depending on the given preference), if possible. In case the Ua application indicated "no preference" and both USIM and ISIM are present on the UICC, then the "last selected" USIM is selected.
The procedure in clause 4.4.8.1 shall be followed.

e.
if the UICC application type indicated in step a and used in step c and/or d was ISIM, but there was no ISIM to select, then step c and/or d is repeated with UICC application type USIM; otherwise the selection process fails.
NOTE x:
Step e is required for the case that an ISIM as defined in TS 33.203 [16] may be realised using a USIM application on the UICC.
2.
If there already is a key Ks derived from the chosen UICC application, the UE takes this key to derive Ks_NAF.
3.
If there is no such key Ks, the UE first runs the Ub protocol involving the selected UICC application and then goes to step 2.
If a USIM is chosen, the IMPI obtained from the IMSI stored on the USIM as specified in TS 23.003 [11] clause 13.3, is used in the protocol run over Ub.
NOTE x:
Strictly speaking, an IMPI, and the derivation of an IMPI from an IMSI as in TS 23.003 [11], clause 13 are only defined in the context of the IMS. For the purposes of this specification, however, an identifier obtained from an IMSI as specified in TS 23.003 [11], clause 13.3 is also called an IMPI, even if the user has no IMS subscription.
If an ISIM is selected, the IMPI stored on the ISIM is used in the protocol run over Ub.
Whenever a UICC application is successfully selected or terminated, the rules in this clause for choosing the UICC application are re-applied and, consequently, the UICC application chosen for GBA may change.
NOTE x:
At any one time, there is at most one UICC application chosen for performing the GBA procedures.

4.4.8.1  UICC application activation procedure in GBA

UICC application activation is defined in TS 31.101[15].

NOTE x: As part of the UICC application (USIM or ISIM) activation procedure, the UICC may require user verification e.g. PIN entry. 

If activation of a new UICC application fails then the GBA function shall indicate this to the Ua application. 
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