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Introduction

It is proposed that a note is introduced to clarify that the UICC Hosting Device needs a unique way to distinguish or map different Ks_local_device keys to different Remote Devices and vice verse. This is out of the scope of this specification. 
The description of the initiation of the key establishment has also been extended, to describe when the UICC Hosting Device attempts to use a Ks_local_device key with the Remote Device (which it no longer shares). 

Pseudo-CR:

------------------------------------------------------------------------------
4.5
Procedures
4.5.1
Initiation of key establishment between a UICC Hosting Device and a Remote Device
If the Remote Device has a Ks_local_device key stored for a particular UICC Hosting Device, then the Remote Device should attempt to use it with the UICC Hosting Device. If this fails due to the UICC Hosting Device not sharing the same Ks_local_device key, then the Remote Device shall initiate a new request to the UICC Hosting Device to establish a new key establishment procedure as described in chapter 4.5.2.
If the UICC Hosting Device has a Ks_local_device stored for a particular Remote Device then the UICC Hosting Device should attempt to use it with the Remote Device. The UICC Hosting Device does not know whether the Remote Device has deleted the Ks_local_device key or not. If the UICC Hosting Device receives an error due to the Remote Device not sharing the same key, then the UICC Hosting Device should trigger the Remote Device to send a new request to the UICC Hosting Device to establish a new key.
NOTE: The UICC Hosting Device needs a unique way to distinguish or map different Ks_local_device keys to different Remote Devices and vice versa. This is out of the scope of this specification. 
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