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1. Overall Description:

SA3 thanks SA4 for the LS on 'Service Requirements for MBMS LTE'.

In the LS, SA4 asked to give further details on the MSK update periodicity and the MTK transmission periodicity. Both MSK and MTK update frequency have not been specified in TS 33.246 as this shall be determined by operator policy in the BM-SC. The MSK update frequency may be much lower than the MTK update frequency, and apart of missed key updates does not influence channel switching times.

Using MTK update or MTK retransmission frequencies lower that the switching times of 3-5sec as mentioned by the SA4 LS, is believed to cause no problem. SA3 notes that OMA BCAST smartcard profile uses TS 33.246 defined mechanisms (cfr. Service and Content Protection for Mobile Broadcast Services, Draft Version 1.0 – 18 Dec 2006, OMA-TS-BCAST_SvcCntProtection-Interim-Draft-20061218-D) containing following statements in section 5.5: 'the allowed values for the traffic_key_lifetime span from seconds to hours' with as lowest possible value 1 second. An MTK update or MTK retransmission with frequency of 1 second is not forbidden according to TS 33.246. 

SA3 has agreed a CR that is also relevant to this issue. 

2. Actions:

To SA4.                                                                                                                     

ACTION: 
SA3 asks SA4 to take the above information into account.

3. Date of Next TSG-SA3 Meetings:

TSG-SA3 Meeting #47 
22th – 25th May 2007
TBD, Europe

TSG-SA3 Meeting #48
10th – 13th July 2007
TBD
