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Abstract of the contribution: This contribution gives an overview of the implemented pCR to TS 33.xyz during SA3#50. The result of the implementation can be found in att1 (which change bars) and att2 (without change bars) under the form of a draft version v020.

Overview of implemented pCR and with reference to the meeting comments (non editorials)

S3-080062: Clarification to EAP-AKA

· Added an editor's NOTE on termination of USIM application UE.

S3-080084: new text on clause 10 “Security interworking between 3GPP access networks and non-3GPP access networks”

· Implemented unchanged

S3-080101: new text on clause 6 “Authentication and key agreement procedures”

· Added one editor's NOTE in section 6.1 on AMF separation bit.

· Section 6.2: Changed step 12 text. 

· Outstanding discussion on mandating non 3GPP access authentication in addition to DSMIP authentication.

S3-080102: new text on clause 9.3 “Security for IP based mobility signaling - Network based Mobility”

· Implemented unchanged

S3-080103: new text on clause 11 “Network Domain Security”

· Removed blanks between second bullet and unless specified. 

S3-080105: new text on Section 7 “Establishment of security contexts in the target access system”

· Shortened first sentence in section 7.2.1.4 with reference to section 6.1

· Added clause 7.3 on Authentication and key agreement for untrusted access with editor's note referring section 6.4. 

S3-080162: new text on clause 8 “Establishment of security between UE and ePDG”

· Implemented unchanged

S3-080175: Adding more details to DSMIPv6 security.

· Clauses 9.2.3 and 9.2.4 were aligned with Section 8.2.4 except for transport mode text.

3GPP

SA WG3 TD


