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1 Introduction
The description of roles Alternative 1 in TR 33.812 v 0.3.0 includes overlapping and outdated text. 
It is proposed in the P-CR below to update the roles clause 5.2.2.2 of TR 33.812.
Pseudo-CR
5.2.2.2
Roles

This section discusses the different roles in network architecture alternative 1.

Registration operator:
This is a role that enables the after-purchase discovery of the Selected Home Operator, i.e. the M2ME accesses a Registration Operator to discover its Selected Home Operator. There can be one or more registration operators offering this discovery service. Any mobile operator can play this role.


· 
· 
· 
· 
The Registration Operator needs to support the following functions:

· providing preliminary credentials to the Equipment Supplier  to allow installing the preliminary credentials to M2ME;
· providing initial network connectivity to the M2ME via the Visited Operator using the preliminary credentials for authentication of the M2ME(s); . The Reg Op needs to have a roaming agreement with the Visited Operator.



· association of the M2M equipment(s) with a Selected Home operator when requested by the Selected Home Operator;
· providing the address of the selected Home Operator to the M2ME, if it has been successfully authenticated at initial attach. 

· .

NOTE: 
A mobile operator may play both roles as Visited- and Registration Operator thus allowing to retain the M2ME attached to its network right after USIM provisioning, providing access to normal operations.
Selected Home operator:


· 
the Selected Home operator needs to support the following functions:

· allow registration of M2ME(s) by the owner of the M2ME;

· registration of M2ME(s) at the Registration Operator;

· 
· perform the provisioning of the USIM application/ parameters to the M2ME; 

· attestation of the device with the help of the Attestation Authority.

Equipment Supplier of the M2ME:

The Equipment Supplier of the M2ME supports the following functions:

· pre-configuration of the M2ME(s) prior to delivery to the customer with preliminary credentials received from the Registration Operator in order to allow temporary initial 3GPP network access;

· pre-configuration of the M2ME(s) prior to delivery to the customer with platform validation credentials received from the Platform Validation Authority in order to allow the Selected Home Operator to validate the platform of the M2ME;

· provide the M2ME(s) and their identities to the Device Owner.


Device Owner:
The Device Owner (the owner of the M2ME) supports the following function:

· purchasing M2ME(s) from the Equipment Supplier;
· choosing a Selected Home Operator that can ensure service availability  where the M2ME is to be deployed; 
· registration of M2ME(s) at the Selected Home operator.
Visited operator:

The Visited operator supports the following function:
· Providing a temporary 3GPP network access to M2ME with preliminary credentials (e.g. PIMSI). The only requirement for the Visited Operator is to have a roaming agreement with the Registration Operator. The Visited Operator may provide restricted connectivity to the M2ME during the access to the Registration Operator.


Platform Validation Authority:

The attestation authority supports the following functions:

· providing platform validation credentials to the Equipment Supplier;

· validation of the M2ME platform when requested by the Selected Home Operator;

· registration and revocation status handling of certificates in a PKI.


NOTE: 
It is assumed that there exist one or more PKI structures used for handling cryptographic certificates for devices, signatures, and secure session establishment.


· 
· 
· 
· 
· 
· 
· 
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Figure 1: The roles and their relations
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