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==== START OF CHANGE ====
7.2.4.3
AS security mode command procedure

The AS SMC procedure consists of a roundtrip of messages between eNB and UE. The eNB sends the AS security mode command to the UE and the UE replies with the AS security mode complete message. See figure 7.4.2.3-1.

The AS security mode command message from eNB to UE shall contain the selected AS algorithms and the KSIASME for KASME. This message shall be integrity protected with RRC integrity key based on KASME indicated by the KSIASME. 

The AS security mode complete message from UE to eNB shall be integrity protected with the selected RRC algorithm indicated in the AS security mode command message and RRC integrity key based on KASME indicated by the KSIASME. 

RRC and UP downlink ciphering (encryption) at the eNB shall start after sending the AS security mode command message. RRC and UP uplink deciphering (decryption) at the eNB shall start after receiving the AS security mode complete message.. 
RRC and UP uplink ciphering (encryption) at the UE shall start after sending the AS security mode complete message. RRC and UP downlink deciphering (decryption) at the UE shall start after receiving the AS security mode command message 
If any control of the AS security mode command is not successful, the procedure ends in the ME [see TS 33.102 section 6.4.5] and ME shall not send AS security mode complete message.
AS security mode command always changes the AS keys.

Editor’s Note: It is for further study, whether the SMC procedure does not affect the AS (PDCP) uplink and downlink SN or HFN values (RAN2). As when keys are fresh, it does not matter from ciphering and integrity protection point of view whether AS COUNTs are reset or not. In case they are not reset, the threshold value needs to be taken care of.

Editor’s Note: It is for further study, whether the RRC and UP ciphering algorithms are combined, i.e. no separate algorithm identifier for RRC and UP but one common AS level ciphering algorithm id.
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Figure 7.2.4.3-1: AS security setup
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