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* * * Start of changes * * * *

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

AES
Advanced Encryption Standard

AK
Anonymity Key

AKA
Authentication and Key Agreement

AMF
Authentication Management Field

AN
Access Network

AS
Access Stratum
AUTN
Authentication token

AV
Authentication Vector

ASME
Access Security Management Entity

Cell-ID
CellIdentity as used in TS 36.331 [21]

CK
Cipher Key

CKSN
Cipher Key Sequence Number

C-RNTI
Cell RNTI as used in TS 36.331 [21]
DoS
Denial of Service

EARFCN-DL
E-UTRA Absolute Radio Frequency Channel Number-Down Link

ECM
EPS Connection Management
EEA
EPS Encryption Algorithm

EIA
EPS Integrity Algorithm
eKSI
Key Set Identifier in E-UTRAN 

EMM
EPS Mobility Management

eNB
Evolved Node-B

EPC
Evolved Packet Core

EPS
Evolved Packet System

EPS-AV
EPS authentication vector

E-UTRAN
Evolved UTRAN

GERAN
GSM EDGE Radio Access Network

GUTI
Globally Unique Temporary Identity

HE
Home Environment

HFN
Hyper Frame Number

HO
Hand Over

HSS
Home Subscriber Server

IK
Integrity Key

IKE
Internet Key Exchange

IMEI
International Mobile Station Equipment Identity


IMEISV
International Mobile Station Equipment Identity and Software Version number
IMSI
International Mobile Subscriber Identity

IRAT
Inter-Radio Access Technology

ISR
Idle Mode Signaling Reduction

KDF
Key Derivation Function

KSI
Key Set Identifier

LSB
Least Significant Bit

LSM
Limited Service Mode

MAC-I
Message Authentication Code for Integrity (terminology of TS36.323 [12])

MACT
Message Authentication Code T used in AES CMAC calculation

ME
Mobile Equipment

MME
Mobility Management Entity

MS
Mobile Station

MSC
Mobile Switching Center

MSIN
Mobile Station Identification Number
NAS
Non Access Stratum

NAS-MAC
Message Authentication Code for NAS for Integrity (called MAC in TS24.301 [9])

NCC
Next hop Chaining Counter

NH
Next Hop
PCI
PhysicalCellIdentity as used in TS 36.331 [21]

PLMN
Public Land Mobile Network

PRNG
Pseudo Random Number Generator

P-TMSI
Packet- Temporary Mobile Subscriber Identity

PDCP
Packet Data Convergence Protocol

RAND
RANDom number

RAU
Routing Area Update

RRC
Radio Resource Control

SGSN
Serving GPRS Support Node

SIM
Subscriber Identity Module

SMC
Security Mode Command

SN
Serving Network

SN id
Serving Network identity

SQN
Sequence Number

SRB
Source Route Bridge
SRVCC
Single Radio Voice Call Continuity

S-TMSI
S-Temporary Mobile Subscriber Identity

TAI
Tracking Area Identity

TAU
Tracking Area Update

UE
User Equipment

UEA
UMTS Encryption Algorithm
UIA
UMTS Integrity Algorithm

UICC
Universal Integrated Circuit Card

UMTS
Universal Mobile Telecommunication System

UP
User Plane

USIM
Universal Subscriber Identity Module

UTRAN
Universal Terrestrial Radio Access Network

XRES
Expected Response 
* * * Next change * * * *

5.1.1
User identity and device confidentiality

User identity confidentiality is as defined by TS 33.102 [4] subclause 5.1.1

From subscriber's privacy point of view, the MSIN, the IMEI, and the IMEISV should be confidentiality protected.

The UE shall provide its equipment identifier IMEI or IMEISV to the network, if the network asks for it in an integrity-protected request. 

The IMEI and IMEISV shall be securely stored in the terminal.

The UE shall not send IMEI or IMEISV to the network on a network request before the NAS security has been activated.

The IMEI or IMEISV  shall be sent in the NAS protocol.

NOTE: In some cases, e.g., the very first attach procedure, MSIN has to be sent to network in cleartext. When NAS confidentiality protection is beyond an operator option, IMEI and IMEISV can not be confidentiality protected.

* * * Next change * * * *

7.2.4.4
NAS security mode command procedure

The NAS SMC procedure consists of a roundtrip of messages between MME and UE. The MME sends the NAS security mode command to the UE and the UE replies with the NAS security mode complete message. 

The NAS security mode command message from MME to UE shall contain the replayed UE security capabilities, the selected NAS algorithms, the eKSI for identifying KASME, and both NONEUE and NONCEMME in the case of creating a mapped context in idle mobility (see clause 9.1.2). This message shall be integrity protected (but not ciphered) with NAS integrity key based on KASME indicated by the eKSI in the message (see figure 7.2.4.4-1). 

The UE shall verify the integrity of the NAS security mode command message. This includes ensuring that the UE security capabilities sent by the MME match the ones stored in the UE to ensure that these were not modified by an attacker and checking the integrity protection using the indicated NAS integrity algorithm and the NAS integrity key based on KASME indicated by the eKSI. In addition, when creating a mapped context for the case described in clause 9.1.2, the UE shall ensure the received NONCEUE is the same as the NONCEUE sent in the TAU Request and also calculate K'ASME from CK, IK and the two nonces (see Annex A.11). 

If the MME receives no response to a NAS Security Mode Command that included nonces to create a mapped context and it wishes to try again to create the mapped context, the MME shall use the same values of NONCEUE and NONCEMME. 

If the UE receives a re-transmitted NAS Security Mode Command, i.e one containing the nonces, after it has successfully received a previous one (and hence created a mapped EPS NAS security context), the UE shall process the message as above, except that it is not required to re-generate the K'ASME or check the NONCE UE if it does not re-generate the K'ASME. 

If the checks of the NAS Security Mode Command pass the UE shall respond with a NAS Security Mode Complete. 

The UE shall delete NONCE_UE once the TAU procedure is complete.
If successfully verified, the UE shall start NAS integrity protection and ciphering/deciphering with this security context and sends the NAS security mode complete message to MME ciphered and integrity protected The NAS security mode complete message shall include IMEISV in case MME requested it in the NAS SMC Command message.

The MME shall de-cipher and check the integrity protection on the NAS Security Mode Complete using the keys and algorithms indicated in the NAS Security Mode Command. NAS downlink ciphering at the MME with this security context shall start after receiving the NAS security mode complete message. NAS uplink deciphering at the MME with this context starts after sending the NAS security mode command message. 

If any verification of the NAS security mode command is not successful in the ME, the ME shall reply with a NAS security mode reject message (see TS 24.301 [9]). The NAS security mode reject message and all following NAS messages shall be protected with the EPS NAS security context, i.e., the EPS NAS security context used prior to the NAS security mode command that failed (until a new NAS EPS security context is establised, e.g., via a new NAS security mode control procedure). If no EPS NAS security context existed prior to the NAS security mode command, the NAS security mode reject message cannot be protected. 
NOTE: If the uplink NAS COUNT will wrap around by sending the security mode reject message, the UE releases the NAS connection as specified in TS 24.301 [9] instead of sending the security mode reject message.
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Figure 7.2.4.4-1: NAS security mode command procedure

* * * End of changes * * * *
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