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8.1 UTRAN Key Management Enhancements
1
Introduction
This pCR lists the existing messages affected by Solution 3 after the harmonization with Solution 2 in S3-101330.
2
PCR
*** BEGIN CHANGES ***
5.3.X
Summary of changes to messages 

5.3.x.1
General

Solution 3 deals with horizontal key derivations and can be seen as an add-on to Solution 2, which deals with vertical key derivations. The following sub-clauses list the changes to existing messages that are needed to support the Solution 3 in addition to the ones needed to support Solution 2.  

5.3.x.2
Changes to TS 25.331 RRC
The following messages or IEs in TS 25.331 [10] that require a change to support solution 3.
Physical Channel Reconfiguration Complete
A UE+ includes its capability to perform UTRAN key management enhancements in the message at combined hard handover and SRNS relocation.

RAN Mobility Information
A target RNC+ includes its capability to perform UTRAN key management enhancements in the message at SRNS relocation without UE involvement.
RAN Mobility Information Confirm
A UE+ includes its capability to perform UTRAN key management enhancements in the message at combined CELL/URA update and SRNS relocation. 

Cell Update Confirm/URA Update Confirm 
An RNC+ includes its capability to perform UTRAN key management enhancements in the message at combined CELL/URA update and SRNS relocation. 
5.3.x.3
Changes to TS 25.413 RANAP
The following messages or IEs in TS 25.413 [9] that require a change to support solution 3.
Target RNC to Source RNC Transparent Container

A target RNC+ includes its capability to perform UTRAN key management enhancements in the container whish is transparently sent to the source RNC(+). A source RNC+ includes the target RNCs capability to perform UTRAN key management enhancements in the Physical Channel Reconfiguration as normal.
*** END OF CHANGES ***







3GPP

SA WG3 TD


