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* * * Start of Change 2 * * * *

4.4.5
Requirements on reference point Zh

The requirements for reference point Zh are:

-
mutual authentication, confidentiality and integrity shall be provided;

NOTE 1:
This requirement may be fulfilled by physical or proprietary security measures since BSF and HSS are located within the same operator’s network.

-
the BSF shall be able to send bootstrapping information request concerning a subscriber;

-
optionally the BSF may have the capability able to send the timestamp of subscriber's GBA user security settings to the HSS (timestamp option);

-
the HSS shall be able to send one 3GPP AKA vector at a time to the BSF;
-    the HSS shall be able tocommunicate with BSF, exchanging parameters for SIP Digest-based authentication with BSF as specified in TS 33.203[XX] and RFC 2617 [YY];
-
the HSS shall be able to send the complete set of subscriber's GBA user security settings needed for security purposes to the BSF. Optionally the HSS may have the capability to indicate to the BSF whether the BSF already has the latest copy of the GUSS based on the GUSS timestamp (timestamp option);

NOTE 2:
If subscriber's GUSS is updated in HSS, this is not propagated to the BSF. The GUSS in the BSF is updated when the BSF next time fetches the authentication vectors and GUSS from the HSS over Zh reference point as part of the bootstrapping procedure.
-
no state information concerning bootstrapping shall be required in the HSS;

-
all procedures over reference point Zh shall be initiated by the BSF;

-
the number of different interfaces to HSS should be minimized.

* * * End of Change 2 * * * *
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