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1. Introduction
In the current iFire Technical Report we have the following functional requirements:

· Minimize changes to the UE

· Be transparent to the existing IMS core
· Minimize impact to the packet core (no new interface to the HSS)
These requirements are important for practical deployments. Therefore, the impacts to the UE, the IMS core and the packet core are important evaluation criteria. Currently, they are not fully visible and therefore we propose to refine the section 10.1 to be able to match the requirements and the solutions more efficiently.
CHANGE
10
Assessment of candidate solutions

Editor’s notes: Here we request that the proposed solutions should be evaluated in the SA3 meetings and analysed to see whether it meets the requirements listed in section 6.

Editor’s note: The solution should be studied to understand whether the solution introduces unacceptable delay and jitter.

10.1
Impacts on UE, IMS core and packet core

10.1.1

Impact on UE

Editor’s notes: This section outlines for each solution approach the potential impacts to the terminal, the IMS and HTTP stack.
10.1.2 
Impact on IMS core
Editor’s notes: This section outlines for each solution approach the potential impacts to the IMS core network entities, i.e. P-CSCF, I-CSCF, S-CSCF.
10.1.3

Impact on packet core
Editor’s notes: This section outlines for each solution approach the potential impacts to the packet core network entities e.g. HSS.
