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Abstract of the contribution:

This contribution adds system and security architecture to PWS TS33.269.
1 Introduction
TR33.869 has defined a PWS system architecture overview. SA3 has been working on some security solutions for PWS. None of them has impacts to the architecture of systems. So this contribution proposed to add the system and security architecture part to TS33.269.
2 Proposal

It is kindly proposed to include the following into TS33.269.

**********************************************Begin of Change*******************************************************

5
System and security architecture

[image: image1]
Figure 5.1: PWS system architecture overview

Figure 5.1 gives an overview of the complete security architecture.

-
Air interface between UE and access network needs security protection as PWS Warning notification messages are broadcast to UE via SYSTEM INFORMATION.

-
CBC is part of the core network and connects to the network node. For GERAN, CBC connects with the access network entity BSC; For UTRAN, CBC connects with the access network entity RNC; For E-UTRAN, CBC connects with the core network entity MME. The protocols between the CBC and these network nodes are defined in 3GPP TS 48.049 [5], TS 25.419 [6] and TS 23.401 [3].

-
CBE is outside of the scope of the 3GPP network. It is assumed that the CBE is responsible for all aspects of formatting CBS, including the splitting of a CBS message into a number of pages.

-
SGSN or MME can be used to deliver PWS keys to UEs.

-
A UE in limited service state is not required to receive, process, and display warning messages.

NOTE: The assumption above has been verified by SA WG1 for the REL-11 timeframe and may have to be reconsidered in later releases.

**********************************************End of Change*******************************************************
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