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Abstract of the contribution:
The contribution clarifies the terms communications diversion, forking and re-targeting used in TR 33.829 and TS 33.328.
1. Introduction
This contribution presents a pCR to TR 33.829 v1.0.0 in section 2. 
2. Pseudo Change Request
*************************START OF CHANGES*********************************

9.1
Introduction
Communications Diversion (CDIV) service is a widely used service which enables a served user, to divert the communications addressed to the served user’s address to another destination according to the specified CDIV services. 

CDIV is specified in TS 24.604 [11] including the following CDIV services:

· Communication Forwarding Unconditional (CFU).

The CFU service enables a served user to have the network redirect to another user communications which are addressed to the served user's address.

· Communication Forwarding Busy (CFB).

The CFB service enables a served user to have the network redirect to another user communications which are addressed to the served user's address and meet busy.

· Communication Forwarding No Reply (CFNR).

The CFNR service enables a served user to have the network redirect to another user communications which are addressed to the served user's address, and for which the connection is not established within a defined period of time.

· Communication Forwarding on Not Logged in (CFNL).

The Communication Forwarding on Not Logged-in (CFNL) service enables a served user to redirect incoming communications which are addressed to the served user's address, to another user (forwarded-to address) in case the served user is not registered (logged-in).

· Communication Deflection (CD).

The CD service enables the served user to respond to an incoming communication by requesting redirection of that communication to another user.

· Communication Forwarding on Subscriber Not Reachable (CFNRc).
The CFNRc service enables a user to have the network redirect all incoming communications, when the user is not reachable (e.g. there is no IP connectivity to the user's terminal), to another user.
In SIP terminology, if an INVITE is diverted, the terms “forking” (when the INVITE is sent to several SIP user agents in parallel) and “re-targeting” (when an INVITE is sent to a SIP user agent different from the originally targeted SIP user agent) are used. TS 33.328 currently describes issues with forking and re-targeting without explicitly mentioning the CDIV service.

*************************END OF CHANGES*********************************

















































