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Abstract of the contribution: This document discusses a need for clarifications and cleanup amongst the solution descriptions in TR 33 869. For the time being, some simple editorial clarifications are suggested in this pCR.
1. Introduction
SA3’s PWS TR 33.869 lacks in clarity, readability, and structure, regarding the understanding and evaluation of different solutions. Especially this is so for a reader outside SA3, such as at SA level, or perhaps even just outside the core-team of active PWS contributors within SA3. So, firstly, we ask SA3 to think of some cleanup among the solution descriptions in Ch. 7, since our concerns are mainly about the structure and contents in Ch. 7.
The PWS TR work has drafted on for quite some time. One impression is that some of the first “solutions” put on paper have later been left unattended, while focus has lately been on “newer” solutions (with more knowledge at hand). Some solution was maybe contributed on initially, but not later on, with as a result leaving unfinished solution(s) unattended whilst the work continues elsewhere in the TR. While lately also, attempts for a TS has started.

We wish, secondly, to initiate at least something regarding clarity and readability. Therefore 10 simple clarification proposals are given one by one for SA3 to consider, as follows.
********************** 1st CHANGE ************************************
7.1
Solution 1 (for UMTS and LTE)

**********************END OF 1st CHANGE***************************
********************** 2nd CHANGE ***************************
7.1.3
Signature algorithm agility in LTE
**********************END OF 2nd CHANGE***************************
********************** 3rd CHANGE ***************************
7.1.5
Verification of PWS warning notification message in LTE
**********************END OF 3rd CHANGE***************************

********************** 4th CHANGE ***************************
Figure 7.1.5.1: Verification of PWS message in LTE
**********************END OF 4th CHANGE***************************

********************** 5th CHANGE ***************************
7.2
Solution 2 (for GSM, UMTS, and LTE)
**********************END OF 5th CHANGE***************************

********************** 6th CHANGE ***************************
7.2.5
Delivery of PWS warning notification message in LTE
**********************END OF 6th CHANGE***************************

********************** 7th CHANGE ***************************
Solution 3  (for UMTS and LTE)
**********************END OF 7th CHANGE***************************

********************** 8th CHANGE ***************************
7.5
Solution 4 (access independent)
**********************END OF 8th CHANGE***************************

********************** 9th CHANGE ***************************
7.6
Solution 5  (for GSM and UMTS) 
**********************END OF 9th CHANGE***************************

********************** 10th CHANGE ***************************
7.7

Solution 6 (access independent)
**********************END OF 10th CHANGE***************************

