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*** FIRST MODIFICATION ***
6.5
IRI for packet domain

The IRI will in principle be available in the following phases of a data transmission:

1.
At connection attempt when the target identity becomes active, at which time packet transmission may or may not occur (set up of a data context, target may be the originating or terminating party);

2.
At the end of a connection, when the target identity becomes inactive (removal of a data context);

3.
At certain times when relevant information are available.

In addition, information on non-transmission related actions of a target constitute IRI and is sent via HI2, e.g. information on subscriber controlled input.

The IRI may be subdivided into the following categories:

1.
Control information for HI2 (e.g. correlation information);

2.
Basic data context information, for standard data transmission between two parties.

The events defined in TS 33.107 [19] are used to generate records for the delivery via HI2.

Unless other wise noted, the following terminology applies to both GPRS and 3G GSN nodes:

GPRS attach




- also applies to Mobile Station attach

GPRS detach




- also applies to Mobile Station detach

gPRSEvent




- also applies to PDP Context events and Mobile Station events

gPRSCorrelationNumber
- also applies to PDP Context Correlation

gPRSOperationErrorCode
- also applies to PDP Context Operation Error Codes

There are several different event types received at DF2 level. According to each event, a Record is sent to the LEMF if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF.

Table 6.1: Mapping between UMTS Data Events and HI2 records type
	Event
	IRI Record Type

	GPRS attach
	REPORT

	GPRS detach
	REPORT

	PDP context activation (successful)
	BEGIN

	PDP context modification
	CONTINUE

	PDP context activation (unsuccessful)
	REPORT

	Start of interception with mobile station attached (national option)
	REPORT

	Start of interception with PDP context active
	BEGIN or optionally CONTINUE 

	PDP context deactivation
	END

	Location update
	REPORT 

	SMS
	REPORT

	ServingSystem
	REPORT


A set of information is used to generate the records. The records used transmit the information from mediation function to LEMF. This set of information can be extended in the GSN or DF2 MF, if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.

Table 6.2: Mapping between Events information and IRI information

	parameter
	description
	HI2 ASN.1 parameter

	observed MSISDN
	Target Identifier with the MSISDN of the target subscriber (monitored subscriber).
	partyInformation (party-identiity)

	observed IMSI
	Target Identifier with the IMSI of the target subscriber (monitored subscriber).
	partyInformation (party-identity)

	observed IMEI 
	Target Identifier with the IMEI of the target subscriber (monitored subscriber)
	partyInformation (party-identity)

	observed PDP address
	PDP address(es) used by the target. In case of IPv4v6 two addresses may be carried.
	partyInformation

(services-data-information)

	event type
	Description which type of event is delivered: PDP Context Activation, PDP Context Deactivation,GPRS Attach, etc.
	gPRSevent (when using Annex B.3) or ePSevent (when using Annex B.9)

	event date
	Date of the event generation in the xGSN
	Timestamp

	event time
	Time of the event generation in the xGSN
	

	access point name
	The Access Point Name contains a logical name (see 3GPP TS 23.060 [---TBD---])
	partyInformation

(services-data-information)

	PDP type
	This field describes the PDP type as defined in 3GPP TS 29.060 [17], TS 24.008 [9], TS 29.002 [4]
	partyInformation

(services-data-information)

	initiator
	This field indicates whether the PDP context activation, deactivation, or modification is MS directed or network initiated.
	initiator

	correlation number
	Unique number for each PDP context delivered to the LEMF, to help the LEA, to have a correlation between each PDP Context and the IRI. 
	gPRSCorrelationNumber

	lawful interception identifier
	Unique number for each lawful authorization.
	lawfulInterceptionIdentifier

	location information
	When authorized, this field provides the location information of the target that is present at the SGSN at the time of event record production.
	locationOfTheTarget

	SMS
	The SMS content with header which is sent with the SMS-service
	sMS

	failed context activation reason
	This field gives information about the reason for a failed context activation of the target subscriber.
	gPRSOperationErrorCode

	failed attach reason
	This field gives information about the reason for a failed attach attempt of the target subscriber.
	gPRSOperationErrorCode

	service center address
	This field identifies the address of the relevant server within the calling (if server is originating) or called (if server is terminating) party address parameters for SMS-MO or SMS-MT.
	serviceCenterAddress

	umts QOS
	This field indicates the Quality of Service associated with the PDP Context procedure.
	qOS

	context deactivation reason
	This field gives information about the reason for context deactivation of the target subscriber.
	gPRSOperationErrorCode

	network identifier
	Operator ID plus SGSN, GGSN, or HLR address.
	networkIdentifier

	iP assignment
	Observed PDP address is statically or dynamically assigned.
	iP-assignment

	SMS originating address
	Identifies the originator of the SMS message.
	DataNodeAddress

	SMS terminating address
	Identifies the intended recipient of the SMS message.
	DataNodeAddress

	SMS initiator
	Indicates whether the SMS is MO, MT, or Undefined
	sms-initiator

	serving SGSN number
	An E.164 number of the serving SGSN.
	servingSGSN-Number

	serving SGSN address
	An IP address of the serving SGSN.

In case of S4-SGSN, this may be provided as Diameter id and realm of the serving S4-SGSN connected via S6d interface to the HSS.
	servingSGSN-Address 

servingS4-SGSN-address

	NSAPI
	Network layer Service Access Point Identifier

information element contains an NSAPI identifying a PDP Context in a mobility management context specified by the Tunnel Endpoint Identifier Control Plane

This is an optional parameter to help DF/MF and LEA's to distinguish between the sending mobile access networks when the GGSN is used as element of the PDG according TS 23.234 [43].
	nSAPI


NOTE:
LIID parameter must be present in each record sent to the LEMF.

*** NEXT MODIFICATION ***

6.5.1
Events and information

This clause describes the information sent from the Delivery Function (DF) to the Law Enforcement Monitoring Facility (LEMF) to support Lawfully Authorized Electronic Surveillance (LAES). The information is described as records and information carried by a record. This focus is on describing the information being transferred to the LEMF.

The IRI events and data are encoded into records as defined in the Table 6.1  Mapping between GPRS Events and HI2 records type and Annexes B.3 and B.9 Intercept related information (HI2) (see Note). IRI is described in terms of a 'causing event' and information associated with that event. Within each IRI Record there is a set of events and associated information elements to support the particular service.
Note: IRI events and data intercepted by the GPRS and 3G PS nodes may be delivered to the LEMF by using either the HI2 specified in Annex B.3 or the HI2 specified in Annex B.9. The latter option may be preferred when the GPRS and 3G PS nodes are interworking with SAE/EPS nodes, in order to deliver all the IRI events and data intercepted in the Packet based network by using the same HI2.
The communication events described in Table 6.1: Mapping between GPRS Events and HI2 record type and Table 6.2: Mapping between Events information and IRI information convey the basic information for reporting the disposition of a communication. This clause describes those events and supporting information.

Each record described in this clause consists of a set of parameters. Each parameter is either:

mandatory (M)
- required for the record,

conditional (C)
- required in situations where a condition is met (the condition is given in the Description), or

optional (O)
- provided at the discretion of the implementation.

The information to be carried by each parameter is identified. Both optional and conditional parameters are considered to be OPTIONAL syntactically in ASN.1 Stage 3 descriptions. The Stage 2 inclusion takes precedence over Stage 3 syntax.

*** END OF MODIFICATIONS***
