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Abstract of the contribution: Counter check procedure for SCG initiated by SeNB.
1. Introduction
Counter check procedure is specified in 7.5 of TS 33.401 for eNB to periodically perform a local authentication. The same requirement is needed for SeNB in SCE scenario. This document provides details for counter check procedure in SeNB.
2. Procedure for SeNB counter check
SeNB may need to do a counter check when PDCP COUNT reaches a certain value. As the counter check procedure is performed through RRC message, the SeNB needs to initiate the procedure by sending the request with PDCP COUNTs to MeNB via X2. Then the MeNB completes the procedure as described in 7.5, TS33.401 with UE. The result of the counter check should then be sent back to the SeNB.  
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Figure 1: SeNB periodic local authentication procedure
1.
When a threshold value is reached (e.g. the value in some fixed bit position in the hyperframe number is changed), a Counter Check Request message is sent by the SeNB to MeNB. The Counter Check Request message indicates the PDCP COUNT value(s) (which reflect amount of data sent and received) of the radio bearer(s).

2.
MeNB and UE perform the counter check procedure as specified in 7.5, TS33.401.
3.
MeNB sends the result to SeNB, in which one or several E-RAB IDs and corresponding PDCP COUNT(s) may be included. 
1. Proposal
It is proposed to include the pCR to the super CR.
***************************************start change*********************************************
X.2.5
Periodic local authentication procedure

SeNB may need to do a counter check when PDCP COUNT reaches a certain value. As the counter check procedure is performed through RRC message, the SeNB needs to initiate the procedure by sending the request with PDCP COUNTs to MeNB via X2. Then the MeNB completes the procedure as described in 7.5, TS33.401 with UE. The result of the counter check should then be sent back to the SeNB.  
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Figure 1: SeNB periodic local authentication procedure
1.
When a threshold value is reached (e.g. the value in some fixed bit position in the hyperframe number is changed), a Counter Check Request message is sent by the SeNB to MeNB. The Counter Check Request message indicates the PDCP COUNT value(s) (which reflect amount of data sent and received) of the radio bearer(s).

2.
MeNB and UE perform the counter check procedure as specified in 7.5, TS33.401.
3.
MeNB sends the result to SeNB, in which one or several E-RAB IDs and corresponding PDCP COUNT(s) may be included.  
***************************************end change*********************************************
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