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Abstract of the contribution:

This contribution proposes to clarify GCSE_AS.
1 Introduction
In SA2 TS 23.468 section 4.2.1, it describes GCSE architecture model and mentions that:

‘This model assumes that the GCS AS is not associated with any PLMN (regardless of the wireless access subscription of the UEs that use it). The GCS AS is merely perceived of as a third party application server by each serving PLMN.’
It is proposed to modify description of GCSE_AS in section of GC2 interface.

Furthermore, the use of NDS/IP mechanism is an operator’s option. So it is proposed to handling the editor’s note according the pCR.
2 Proposal 
Text from S3-140361 and result of meeting discussion (changes over changes)
6.6
Key issue: Communication between GCSE AS and BM-SC (GC2 interface)

(…omitted…)

6.6.4
Solutions

Editor's Note: Collecting solutions how to solve the key issue. Mark dependencies to other key issues and also any stage 2 solution that is part of.
NDS/IP mechanism can be used to provide protection to GC2 interface, which is an operator’s option.  The GCSE AS is merely perceived of as a third party application server by each serving PLMN according to 3GPP TS 23.468[X]. 

If the operator does not use NDS/IP mechanism, then other adequate security measures shall be taken to ensure security on that interface.
(…omitted…)
pCR

*******************************************End of the First change*************************************************
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