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	Reason for change:
	RAN2 has the working assumption that DRB ID is not changed in DRB type change procedure, e.g. SCG DRB changing to MCG DRB, MCG DRB changing to SCG DRB and so on. Under the working assumption, key stream re-using issue may happen during DRB type change procedure.

	
	

	Summary of change:
	MeNB should be enhanced to avoid the key stream re-using issue. When a MCG DRB changes to SCG DRB, the MeNB should store the DRB ID and the current PDCP COUNT value of the DRB. When a SCG DRB changes to MCG DRB, MeNB checks whether the DRB ID of the changed DRB is the one it stored. If it is, MeNB should then compare the current PDCP COUNT value and the stored PDCP COUNT value of the changed DRB. MeNB should update KeNB when the current PDCP COUNT value is less than or equal to the recorded PDCP COUNT value.
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*** BEGIN CHANGE ***
E.2.X
Avoiding key stream reuse caused by DRB type change
When a MCG DRB changes to SCG DRB and then changes back to MCG DRB, the key stream reuse is possible. MeNB shall implement the following mechanism to avoid key stream reuse.
When MCG DRB(s) change(s) to SCG DRB(s), the MeNB shall store the DRB ID(s) and the current PDCP COUNT(s) value of the DRB(s) in a list. If KeNB in the MeNB is updated after the MCG DRB change, the list is deleted. Otherwise, when SCG DRB(s) changes to MCG DRB(s), the MeNB checks whether the DRB ID(s) of the changed DRB(s) is (are) in the stored list. If the DRB ID(s) are in the stored list and the current PDCP COUNT value(s) of the changed DRB(s) is(are) less than or equal to the stored PDCP COUNT value(s) of the changed DRB, the MeNB shall update the KeNB and delete any stored list of the DRBs and associated PDCP count. 
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