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1. Introduction
This contribution resolves the following editor’s note in Section 5.7:

Editor’s Note: The above Note needs to be modified/enhanced depending on the outcome of discussion.

This editor’s note is no longer needed as group agreed that privacy issues over PC5 interface are optional feature depending on regional regulatory requirements and/or operator policy. It is proposed to delete the editor’s note and modify the note.
2. Proposed Changes
***************Start of Change 1****************
5.7 
Key Issue #7: Vehicle UE privacy

5.7.1
Key issue details

The LTE-V2X system is expected to provide transport of V2X communications (V2V, V2I/N, etc.) in order to allow vehicle/road safety applications and other services such as traveller information dissemination. The effectiveness of many of the safety services depends on a high participation rate from the side of the UEs. 

All UEs participating can send very frequent data packets that contain information about their location, speed, direction, etc., as well as information identifying (on a short term basis) the source of this data, in order to allow theV2X application to work (e.g. path prediction).  This data is sent in the clear in order to be readily received by any other UE nearby. Moreover, the data will contain some identifying information such as signing certificate.

Privacy or anonymity in the V2X communication environment is a requirement deemed very important for user adoption of the V2X system. The fear of “automatic speeding tickets” as well as the tracking of a user whereabouts over time is legitimate and thus UE and user privacy measures must be designed into the V2X system from the beginning.

It is also worth noting that in certain environments where the vehicle density is high (e.g. urban), achieving UE privacy may be more feasible than in less travelled areas (e.g. rural roads). 
TS 22.185[2] provides two generic security requirements [R.5.3-005] and [R.5.3-006] related to privacy(see clause 5.7.3 on details): 

To distinguish between direct communication between vehicles or system entities (PC5), communication from the system entities to the LTE network (LTE-Uu), and LTE downlink by eMBMS may be helpful in finding solutions that also satisfy privacy for each of the interfaces.

Note: The “do not track” requirement depends on regional regulatory requirements and operator policy. Since the MNO naturally needs to work with e.g. IP addresses as UE’s long-term transport layer identity, the system architecture needs to make sure that unlinkability between V2X data and MNO transport used data is achieved. TS 23.285 v15.0.0 captures the following solution: “In order to ensure that a vehicle cannot be tracked or identified by any other vehicles beyond a certain short time-period required by the application, the source Layer-2 ID must be changed over time.”


***************End of Change 1****************
3. Conclusion
SA3 is kindly requested to accept the changes proposed in section 2 to the TR 33.885.
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