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1
Decision/action requested

We resolve the EN in clause 7.5 by adding the synchronization failure case. 
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3GPP TS 33.501 v020
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Rationale

Clause 7.5 contains the EN: 

Editor's Note: messages relating to sequence number synchronisation failures need to be taken into account
The Authentication Vector Request from AUSF to ARPF needs to be enhanced for the synchronization failure case by adding the parameters RAND and AUTN, as specified in TS 33.102, clause 6.3.5. The Authentication Vector Response does not need to be modified. 
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Detailed proposal

********************Start of pCR***********************************

7.5
Security messages over N13 
This subclause lists the security-related messages that are run over the N13 interface between the AUSF and the ARPF inside the UDM. The N13 interface is defined in TS 23.501 [2]. 

The messages listed here are used in procedures that are described in clause 6. 

NOTE: The names of messages used here are specific to the present specification and may be different in other 3GPP specifications. 

List of messages: 

Authentication Vector Request (AV-Req): 

This message sent from AUSF to ARPF is described in clause 6.1.3 of the present specification for the error-free case. For EAP-AKA', the description of the content of AV-Req can be found in clause 6.1.3.1. For EPS AKA*, the description of the content of AV-Req can be found in clause 6.1.3.2.
For the case of a synchronization failure, AV-Req additionally contains the parameters RAND and AUTS, as specified in 3GPP TS 33.102 [9], clause 6.3.5. The AUSF determines that there is a case of synchronization failure when receiving one of the messages EAP-Response/AKA’-Synchronization-Failure or 5G Authentication Synchronization message described in clause 7.4 of the present specification. 
Authentication Vector Response (AV-Resp): 

This message sent from ARPF to AUSF is described in clause 6.1.3 of the present specification. For EAP-AKA', the description of the content of AV-Resp can be found in clause 6.1.3.1. For EPS AKA*, the description of the content of AV-Resp can be found in clause 6.1.3.2.


********************End of pCR***********************************

