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1
Decision/action requested

This pCR is proposed to include content related to using independent NAS context for UE’s multiple registrations over two NAS connections established with the same AMF.
2
References

[1]
TS 23.501
[2]
TS 33.501
3
Rationale

According to TS 23.501 clause 4.2.8.1, when a UE is connected via a NG-RAN and via a standalone non-3GPP access, multiple N1 instances shall exist for the UE i.e. there shall be one N1 instance over NG-RAN and one N1 instance over non-3GPP access. 
Further, TS 23.501 clause 5.10.2.1 Signalling Security states that, 
“When a UE is connected via a NG-RAN and via a standalone non-3GPP accesses, the multiple N1 instances are secured using independent NAS security contexts, each created based on the security context in the corresponding SEAF (e.g. in the common AMF when the UE is served by the same AMF) derived from the UE authentication”.
This makes it clear that multipleN1 instances for 3GPP access and non-3GPP accesses, each with a separate NAS security context are required which shall be used to protect NAS signalling over 3GPP and non-3GPP accesses. The content related to the multiple registrations in same PLMN’s serving network is proposed to be included in the TS 33.501 in accordance with TS 23.501.
4
Detailed proposal

***
BEGIN CHANGES
***

6.3.4.2
Multiple registrations in the same PLMN

The UE connected via an NG-RAN and via a standalone non-3GPP access and served by a common AMF shall independently maintain and use NAS security contexts to provide security isolation among each of the NAS N1instances. Each of these NAS security contexts shall be created based on the security context in the corresponding SEAF derived from UE authentication.
***
END OF CHANGES
***
