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	Other comments:
	Relevant extracts from the exsiting TS 33.401 and TS 24.301 are:

From TS 33.401:

7.2.4.1
Requirements for algorithm selection

/…./

d) Each selected algorithm shall be acknowledged to the UE in an integrity protected way such that the UE is ensured that the algorithm selection was not manipulated, i.e. that the UE security capabilities were not bidden down.

e) The UE security capabilities the ME sent to the network shall be repeated in an integrity protected NAS level message to the ME such that "bidding down attacks" against the UE's security capabilities can be detected by the ME. The UE security capabilities apply to both AS and NAS level security.

/…./

From TS 24.301

5.4.3.3
NAS security mode command accepted by the UE

Upon receipt of the SECURITY MODE COMMAND message, the UE shall check whether the security mode command can be accepted or not. This is done by performing the integrity check of the message and by checking that the received replayed UE security capabilities and the received nonceUE have not been altered compared to the latest values that the UE sent to the network.
/…./

NR-PDCP is speced in TS 38.323.


***** First changes *****
5.4.3.3
NAS security mode command accepted by the UE

Upon receipt of the SECURITY MODE COMMAND message, the UE shall check whether the security mode command can be accepted or not. This is done by performing the integrity check of the message and by checking that the received replayed UE security capabilities (including the value of the SEC-EXT bit) and the received nonceUE have not been altered compared to the latest values that the UE sent to the network.
In order to permit inter-operation with legacy (pre-Release 14 MMEs), the UE shall check that the setting of the SEC-EXT bit matches the value it sent to the network, and if this matches (and the integrity check is valid) but octets 8-11 in the UE Security Capability IE are missing, then the UE shall accept the SECUIRITY MODE COMMAND. If octets 8-11 are included, then the UE shall check that they match the values that the UE sentto the network.
However, the UE is not required to perform the checking of the received nonceUE if the UE does not want to re-generate the K'ASME (i.e. the SECURITY MODE COMMAND message is to derive and take into use a mapped EPS security context and the eKSI matches the current EPS security context, if it is a mapped EPS security context). When the UE has a PDN connection for emergency bearer services established or the UE is establishing a PDN connection for emergency bearer services, the UE is not required to locally re-generate the KASME (i.e. the SECURITY MODE COMMAND message is used to derive and take into use a native EPS security context where the KSI value "000" is included in the NAS key set identifier IE and the EIA0 and EEA0 are included as the selected NAS security algorithms).
The UE shall accept a SECURITY MODE COMMAND message indicating the "null integrity protection algorithm" EIA0 as the selected NAS integrity algorithm only if the message is received for a UE that has a PDN connection for emergency bearer services established or a UE that is establishing a PDN connection for emergency bearer services.

If the type of security context flag included in the SECURITY MODE COMMAND message is set to "native security context" and if the KSI matches a valid non-current native EPS security context held in the UE while the UE has a mapped EPS security context as the current EPS security context, the UE shall take the non-current native EPS security context into use which then becomes the current native EPS security context and delete the mapped EPS security context.

If the SECURITY MODE COMMAND message can be accepted, the UE shall take the EPS security context indicated in the message into use. The UE shall in addition reset the uplink NAS COUNT counter if:

-
the SECURITY MODE COMMAND message is received in order to take an EPS security context into use created after a successful execution of the EPS authentication procedure;

-
the SECURITY MODE COMMAND message received includes the type of security context flag set to "mapped security context" in the NAS key set identifier IE the eKSI does not match the current EPS security context, if it is a mapped EPS security context.

If the SECURITY MODE COMMAND message can be accepted and a new EPS security context is taken into use and SECURITY MODE COMMAND message does not indicate the "null integrity protection algorithm" EIA0 as the selected NAS integrity algorithm, the UE shall:

-
if the SECURITY MODE COMMAND message has been successfully integrity checked using an estimated downlink NAS COUNT equal 0, then the UE shall set the downlink NAS COUNT of this new EPS security context to 0;

-
otherwise the UE shall set the downlink NAS COUNT of this new EPS security context to the downlink NAS COUNT that has been used for the successful integrity checking of the SECURITY MODE COMMAND message.

If the SECURITY MODE COMMAND message can be accepted, the UE shall send a SECURITY MODE COMPLETE message integrity protected with the selected NAS integrity algorithm and the EPS NAS integrity key based on the KASME or mapped K'ASME if the type of security context flag is set to "mapped security context" indicated by the eKSI. When the SECURITY MODE COMMAND message includes the type of security context flag set to "mapped security context" in the NAS key set identifier IE, the nonceMME and the nonceUE, then the UE shall either:

-
generate K'ASME from both the nonceMME and the nonceUE as indicated in 3GPP TS 33.401 [19];or

-
check whether the SECURITY MODE COMMAND message indicates the eKSI of the current EPS security context, if it is a mapped EPS security context, in order not to re-generate the K'ASME.

Furthermore, if the SECURITY MODE COMMAND message can be accepted, the UE shall cipher the SECURITY MODE COMPLETE message with the selected NAS ciphering algorithm and the EPS NAS ciphering key based on the KASME or mapped K'ASME indicated by the eKSI. The UE shall set the security header type of the message to "integrity protected and ciphered with new EPS security context".

From this time onward the UE shall cipher and integrity protect all NAS signalling messages with the selected NAS ciphering and NAS integrity algorithms.

If the MME indicated in the SECURITY MODE COMMAND message that the IMEISV is requested, the UE shall include its IMEISV in the SECURITY MODE COMPLETE message.
If, during an ongoing attach or tracking area updating procedure, the SECURITY MODE COMMAND message includes a HASHMME, the UE shall compare HASHMME with a hash value locally calculated as described in 3GPP TS 33.401 [19] from the entire plain ATTACH REQUEST or TRACKING AREA UPDATE REQUEST message that the UE had sent to initiate the procedure. If HASHMME and the locally calculated hash value are different, the UE shall include the complete ATTACH REQUEST or TRACKING AREA UPDATE REQUEST message which the UE had previously sent in the Replayed NAS message container IE of the SECURITY MODE COMPLETE message.
****** next changes ********
9.9.3.34
UE network capability

The purpose of the UE network capability information element is to provide the network with information concerning aspects of the UE related to EPS or interworking with GPRS. The contents might affect the manner in which the network handles the operation of the UE. The UE network capability information indicates general UE characteristics and it shall therefore, except for fields explicitly indicated, be independent of the frequency band of the channel it is sent on.

The UE network capability information element is coded as shown in figure 9.9.3.34.1 and table 9.9.3.34.1.

The UE network capability is a type 4 information element with a minimum length of 4 octets and a maximum length of 15 octets.

NOTE:
The requirements for the support of UMTS security algorithms in the UE are specified in 3GPP TS 33.102 [18], and the requirements for the support of EPS security algorithms in 3GPP TS 33.401 [19].
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	UE network capability IEI
	octet 1

	Length of UE network capability contents
	octet 2

	EEA0
	128-

EEA1
	128-

EEA2
	128-
EEA3
	EEA4
	EEA5
	EEA6
	SEC-EXT

	octet 3

	EIA0
	128-

EIA1
	128-

EIA2
	128-
EIA3
	EIA4
	EIA5
	EIA6
	EIA7
	octet 4

	UEA0
	UEA1
	UEA2
	UEA3
	UEA4
	UEA5
	UEA6
	UEA7
	octet 5*

	UCS2
	UIA1
	UIA2
	UIA3
	UIA4
	UIA5
	UIA6
	UIA7
	octet 6*

	ProSe-dd
	ProSe
	H.245-ASH
	ACC-CSFB
	LPP
	LCS
	1xSR

VCC
	NF
	octet 7*

	ePCO
	HC-CP CIoT
	ERw/oPDN
	S1-U data
	UP CIoT
	CP CIoT
	Prose-relay
	ProSe-dc
	octet 8*

	0 Spare
	0 Spare
	0 Spare
	DCNR
	CP backoff
	RestrictEC
	V2X PC5
	multipleDRB
	octet 9*

	EEA-4-NR-PDCP
	EEA-4-LTE-PDCP
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	EEA-4-AMF
	EEA-5-NR-PDCP
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	octet 10*
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	octet 11*
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	0

spare
	0

spare
	0

spare
	0

spare
	octet 12*

	EIA-6-NR-PDCP
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spare
	0

spare
	0

spare
	0

spare
	octet 13*

	0
	0
	0
	0
	0
	0
	0
	0
	octet 14* -15*

	Spare
	


Figure 9.9.3.34.1: UE network capability information element

Table 9.9.3.34.1: UE network capability information element

	EPS encryption algorithms supported (octet 3). EPS includes the use of NR in a Dual Connectivity configuration with E-UTRAN.

	

	EPS encryption algorithm EEA0 supported (octet 3, bit 8)

	0
	
	
	
	EPS encryption algorithm EEA0 not supported and, for NR-PDCP, 5G-EA0 not supported

	1
	
	
	
	EPS encryption algorithm EEA0 supported and, for NR-PDCP, 5G-EA0 supported

	

	EPS encryption algorithm 128-EEA1 supported (octet 3, bit 7)

	0
	
	
	
	EPS encryption algorithm 128-EEA1 not supported and, for NR-PDCP, 5G-EA1 not supported

	1
	
	
	
	EPS encryption algorithm 128-EEA1 supported and, for NR-PDCP, 5G-EA1 supported

	

	EPS encryption algorithm 128-EEA2 supported (octet 3, bit 6)

	0
	
	
	
	EPS encryption algorithm 128-EEA2 not supported and, for NR-PDCP, 5G-EA2 not supported

	1
	
	
	
	EPS encryption algorithm 128-EEA2 supported and, for NR-PDCP, 5G-EA2 supported

	

	EPS encryption algorithm 128-EEA3 supported (octet 3, bit 5)

	0
	
	
	
	EPS encryption algorithm 128-EEA3 not supported and, for NR-PDCP, 5G-EA3 not supported

	1
	
	
	
	EPS encryption algorithm 128-EEA3 supported and, for NR-PDCP, 5G-EA0 supported

	

	EPS encryption algorithm EEA4 supported (octet 3, bit 4)

	0
	
	
	
	EPS encryption algorithm EEA4 not supported

	1
	
	
	
	EPS encryption algorithm EEA4 supported

	

	EPS encryption algorithm EEA5 supported (octet 3, bit 3)

	0
	
	
	
	EPS encryption algorithm EEA5 not supported

	1
	
	
	
	EPS encryption algorithm EEA5 supported

	

	EPS encryption algorithm EEA6 supported (octet 3, bit 2)

	0
	
	
	
	EPS encryption algorithm EEA6 not supported

	1
	
	
	
	EPS encryption algorithm EEA6 supported

	

	UE Security Capabilities Extended(octet 3, bit 1)

	0
	
	
	
	Additional UE security capabilities not specified in octets 10-13

	1
	
	
	
	Additional UE security capabilities specified in octets 10-13

	

	EPS integrity algorithms supported (octet 4). EPS includes the use of NR in a Dual Connectivity configuration with E-UTRAN.

	

	EPS integrity algorithm EIA0 supported (octet 4, bit 8)

	0
	
	
	
	EPS integrity algorithm EIA0 not supported and, for NR-PDCP, 5G-IA0 not supported

	1
	
	
	
	EPS integrity algorithm EIA0 supported and, for NR-PDCP, 5G-IA0 supported

	

	EPS integrity algorithm 128-EIA1 supported (octet 4, bit 7)

	0
	
	
	
	EPS integrity algorithm 128-EIA1 not supported and, for NR-PDCP, 5G-IA1 not supported

	1
	
	
	
	EPS integrity algorithm 128-EIA1 supported and, for NR-PDCP, 5G-IA1 supported

	

	EPS integrity algorithm 128-EIA2 supported (octet 4, bit 6)

	0
	
	
	
	EPS integrity algorithm 128-EIA2 not supported and, for NR-PDCP, 5G-IA2 not supported

	1
	
	
	
	EPS integrity algorithm 128-EIA2 supported and, for NR-PDCP, 5G-IA2 supported

	

	EPS integrity algorithm 128-EIA3 supported (octet 4, bit 5)

	0
	
	
	
	EPS integrity algorithm 128-EIA3 not supported and, for NR-PDCP, 5G-IA3 not supported

	1
	
	
	
	EPS integrity algorithm 128-EIA3 supported and, for NR-PDCP, 5G-IA3 supported

	

	EPS integrity algorithm EIA4 supported (octet 4, bit 4)

	0
	
	
	
	EPS integrity algorithm EIA4 not supported

	1
	
	
	
	EPS integrity algorithm EIA4 supported

	

	EPS integrity algorithm EIA5 supported (octet 4, bit 3)

	0
	
	
	
	EPS integrity algorithm EIA5 not supported

	1
	
	
	
	EPS integrity algorithm EIA5 supported

	

	EPS integrity algorithm EIA6 supported (octet 4, bit 2)

	0
	
	
	
	EPS integrity algorithm EIA6 not supported

	1
	
	
	
	EPS integrity algorithm EIA6 supported

	

	EPS integrity algorithm EIA7 supported (octet 4, bit 1)

	0
	
	
	
	EPS integrity algorithm EIA7 not supported

	1
	
	
	
	EPS integrity algorithm EIA7 supported

	

	UMTS encryption algorithms supported (octet 5)

	

	UMTS encryption algorithm UEA0 supported (octet 5, bit 8)

	0
	
	
	
	UMTS encryption algorithm UEA0 not supported

	1
	
	
	
	UMTS encryption algorithm UEA0 supported

	

	UMTS encryption algorithm UEA1 supported (octet 5, bit 7)

	0
	
	
	
	UMTS encryption algorithm UEA1 not supported

	1
	
	
	
	UMTS encryption algorithm UEA1 supported

	

	UMTS encryption algorithm UEA2 supported (octet 5, bit 6)

	0
	
	
	
	UMTS encryption algorithm UEA2 not supported

	1
	
	
	
	UMTS encryption algorithm UEA2 supported

	

	UMTS encryption algorithm UEA3 supported (octet 5, bit 5)

	0
	
	
	
	UMTS encryption algorithm UEA3 not supported

	1
	
	
	
	UMTS encryption algorithm UEA3 supported

	

	UMTS encryption algorithm UEA4 supported (octet 5, bit 4)

	0
	
	
	
	UMTS encryption algorithm UEA4 not supported

	1
	
	
	
	UMTS encryption algorithm UEA4 supported

	

	UMTS encryption algorithm UEA5 supported (octet 5, bit 3)

	0
	
	
	
	UMTS encryption algorithm UEA5 not supported

	1
	
	
	
	UMTS encryption algorithm UEA5 supported

	

	UMTS encryption algorithm UEA6 supported (octet 5, bit 2)

	0
	
	
	
	UMTS encryption algorithm UEA6 not supported

	1
	
	
	
	UMTS encryption algorithm UEA6 supported

	

	UMTS encryption algorithm UEA7 supported (octet 5, bit 1)

	0
	
	
	
	UMTS encryption algorithm UEA7 not supported

	1
	
	
	
	UMTS encryption algorithm UEA7 supported

	

	UCS2 support (UCS2) (octet 6, bit 8)

	This information field indicates the likely treatment of UCS2 encoded character strings by the UE.

	

	0
	
	
	
	The UE has a preference for the default alphabet (defined in 

	
	
	
	
	3GPP TS 23.038 [3]) over UCS2 (see ISO/IEC 10646 [29]).

	1
	
	
	
	The UE has no preference between the use of the default alphabet and 

	
	
	
	
	the use of UCS2.

	

	UMTS integrity algorithms supported (octet 6)

	

	UMTS integrity algorithm UIA1 supported (octet 6, bit 7)

	0
	
	
	
	UMTS integrity algorithm UIA1 not supported

	1
	
	
	
	UMTS integrity algorithm UIA1 supported

	

	UMTS integrity algorithm UIA2 supported (octet 6, bit 6)

	0
	
	
	
	UMTS integrity algorithm UIA2 not supported

	1
	
	
	
	UMTS integrity algorithm UIA2 supported

	

	UMTS integrity algorithm UIA3 supported (octet 6, bit 5)

	0
	
	
	
	UMTS integrity algorithm UIA3 not supported

	1
	
	
	
	UMTS integrity algorithm UIA3 supported

	

	UMTS integrity algorithm UIA4 supported (octet 6, bit 4)

	0
	
	
	
	UMTS integrity algorithm UIA4 not supported

	1
	
	
	
	UMTS integrity algorithm UIA4 supported

	

	UMTS integrity algorithm UIA5 supported (octet 6, bit 3)

	0
	
	
	
	UMTS integrity algorithm UIA5 not supported

	1
	
	
	
	UMTS integrity algorithm UIA5 supported

	

	UMTS integrity algorithm UIA6 supported (octet 6, bit 2)

	0
	
	
	
	UMTS integrity algorithm UIA6 not supported

	1
	
	
	
	UMTS integrity algorithm UIA6 supported

	

	UMTS integrity algorithm UIA7 supported (octet 6, bit 1)

	0
	
	
	
	UMTS integrity algorithm UIA7 not supported

	1
	
	
	
	UMTS integrity algorithm UIA7 supported

	

	NF capability (octet 7, bit 1)

	0
	
	
	
	notification procedure not supported

	1
	
	
	
	notification procedure supported

	

	1xSRVCC capability (octet 7, bit 2)

	0
	
	
	
	SRVCC from E-UTRAN to cdma2000® 1x CS not supported

	1
	
	
	
	SRVCC from E-UTRAN to cdma2000® 1x CS supported

	
	
	
	
	(see 3GPP TS 23.216 [8])

	

	Location services (LCS) notification mechanisms capability (octet 7, bit 3)

	0
	
	
	
	LCS notification mechanisms not supported 

	1
	
	
	
	LCS notification mechanisms supported (see 3GPP TS 24.171 [13C])

	

	LTE Positioning Protocol (LPP) capability (octet 7, bit 4)

	0
	
	
	
	LPP not supported

	1
	
	
	
	LPP supported (see 3GPP TS 36.355 [22A])

	Access class control for CSFB (ACC-CSFB) capability (octet 7, bit 5)

	0
	
	
	
	eNodeB-based access class control for CSFB not supported

	1
	
	
	
	eNodeB-based access class control for CSFB supported

(see 3GPP TS 22.011 [1A]) 

	H.245 After SRVCC Handover capability (H.245-ASH) (octet 7, bit 6)

This bit indicates the capability for H.245 with support and use of pre-defined codecs, and if needed, H.245 codec negotiation after SRVCC handover.

	0
	
	
	
	H.245 after SRVCC handover capability not supported

	1
	
	
	
	H.245 after SRVCC handover capability supported
(see 3GPP TS 23.216 [8])

	ProSe (octet 7, bit 7)
This bit indicates the capability for ProSe.

	0
	
	
	
	ProSe not supported

	1
	
	
	
	ProSe supported

	ProSe direct discovery (ProSe-dd) (octet 7, bit 8)
This bit indicates the capability for ProSe direct discovery.

	0
	
	
	
	ProSe direct discovery not supported

	1
	
	
	
	ProSe direct discovery supported

	ProSe direct communication (ProSe-dc) (octet 8, bit 1)
This bit indicates the capability for ProSe direct communication.

	0
	
	
	
	ProSe direct communication not supported

	1
	
	
	
	ProSe direct communication supported

	ProSe UE-to-network-relay (ProSe-relay) (octet 8, bit 2)
This bit indicates the capability to act as a ProSe UE-to-network relay

	0
	
	
	
	Acting as a ProSe UE-to-network relay not supported

	1
	
	
	
	Acting as a ProSe UE-to-network relay supported

	Control plane CIoT EPS optimization (CP CIoT) (octet 8, bit 3)
This bit indicates the capability for control plane CIoT EPS optimization.

	0
	
	
	
	Control plane CIoT EPS optimization not supported

	1
	
	
	
	Control plane CIoT EPS optimization supported

	User plane CIoT EPS optimization (UP CIoT) (octet 8, bit 4)
This bit indicates the capability for user plane CIoT EPS optimization.

	0
	
	
	
	User plane CIoT EPS optimization not supported

	1
	
	
	
	User plane CIoT EPS optimization supported

	S1-u data transfer (S1-U data) (octet 8, bit 5)
This bit indicates the capability for S1-u data transfer.

	0
	
	
	
	S1-U data transfer not supported

	1
	
	
	
	S1-U data transfer supported

	EMM-REGISTERED without PDN connection (ERw/oPDN) (octet 8, bit 6)
This bit indicates the capability for EMM REGISTERED without PDN connectivity.

	0
	
	
	
	EMM-REGISTERED without PDN connection not supported

	1
	
	
	
	EMM-REGISTERED without PDN connection supported

	Header compression for control plane CIoT EPS optimization (HC-CP CIoT) (octet 8, bit 7)
This bit indicates the capability for header compression for control plane CIoT EPS optimization.

	0
	
	
	
	Header compression for control plane CIoT EPS optimization not supported

	1
	
	
	
	Header compression for control plane CIoT EPS optimization supported

	Extended protocol configuration options (ePCO) (octet 8, bit 8)
This bit indicates the support of the extended protocol configuration options IE.

	0
	
	
	
	Extended protocol configuration options IE not supported

	1
	
	
	
	Extended protocol configuration options IE supported

	Multiple DRB support (multipleDRB) (octet 9, bit 1)
This bit indicates the capability to support multiple user plane radio bearers (see 3GPP TS 36.306 [44], 3GPP TS 36.331 [22]) in NB-S1 mode.

	0
	
	
	
	Multiple DRB not supported

	1
	
	
	
	Multiple DRB supported

	V2X communication over PC5 (V2X PC5) (octet 9, bit 2)
This bit indicates the capability for V2X communication over PC5.

	0
	
	
	
	V2X communication over PC5 not supported

	1
	
	
	
	V2X communication over PC5 supported

	Restriction on use of enhanced coverage support (RestrictEC) (octet 9, bit 3)
This bit indicates the capability to support restriction on use of enhanced coverage.

	0
	
	
	
	Restriction on use of enhanced coverage not supported

	1
	
	
	
	Restriction on use of enhanced coverage supported

	Control plane data backoff support (CP backoff) (octet 9, bit 4)
This bit indicates the support of back-off timer for transport of user data via the control plane..

	0
	
	
	
	back-off timer for transport of user data via the control plane not supported

	1
	
	
	
	back-off timer for transport of user data via the control plane supported

	Dual connectivity with NR (DCNR) (octet 9, bit 5)
This bit indicates the capability for dual connecitivity with NR.

	0
	
	
	
	dual connectivity with NR not supported

	1
	
	
	
	dual connectivity with NR supported

	

	All other bits in octet 9 to 15 are spare and shall be coded as zero, if the respective octet is included in the information element.

	


***** Next change *****
9.9.3.36
UE security capability

The UE security capability information element is used by the network to indicate which security algorithms are supported by the UE in S1 mode, Iu mode and Gb mode. Security algorithms EEA0, EEA1, EEA2 and EEA3  in S1 mode are supported (or not-supported)for both NAS and for AS security. If the UE supports S101 mode, then these security algorithms are also supported for NAS security in S101 mode.

The UE security capability information element is coded as shown in figure 9.9.3.36.1 and table 9.9.3.36.1.

The UE security capability is a type 4 information element with a minimum length of 4 octets and a maximum length of 11 octets.

Octets 5, 6, and 7 are optional. Octets 8-11 are optional. If octet 5 is included, then also octet 6 shall be included and octet 7 may be included.

If a UE did not indicate support of any security algorithm for Gb mode and set the SEC-EXT bit to zero, octet 7 shall not be included. If the UE set the SEC-EXT bit to zero and the UE did not indicate support of any security algorithm for Iu mode and Gb mode, octets 5, 6, and 7 shall not be included.
If the UE did not indicate support of any security algorithm for Iu mode but indicated support of a security algorithm for Gb mode, octets 5, 6, and 7 shall be included. In this case octets 5 and 6 are filled with the value of zeroes.
If the UE set the SEC-EXT bit to one then an MME compliant with this release of the specification shall include octets 5-11. In this case, and if the UE does not support Iu and/or Gb mode octets 5 and 6 and/or 7 shall be filled with the value of zeroes.
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	7
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	UE security capability IEI
	octet 1

	Length of UE security capability contents
	octet 2

	EEA0
	128-

EEA1
	128-

EEA2
	128-
EEA3
	EEA4
	EEA5
	EEA6
	SEC-EXT

	octet 3

	EIA0
	128-

EIA1
	128-

EIA2
	128-
EIA3
	EIA4
	EIA5
	EIA6
	EIA7
	octet 4

	UEA0
	UEA1
	UEA2
	UEA3
	UEA4
	UEA5
	UEA6
	UEA7
	octet 5*

	0

spare
	UIA1
	UIA2
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	UIA4
	UIA5
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	UIA7
	octet 6*

	0

spare
	GEA1
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	octet 7*

	EEA-4-NR-PDCP
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	0

spare
	0

spare
	0

spare
	0

spare
	octet 10*

	EIA-6-NR-PDCP
	EIA-6-LTE-PDCP
	EIA-6-MME
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spare
	0

spare
	0
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	0
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	octet 11*


Figure 9.9.3.36.1: UE security capability information element

Table 9.9.3.36.1: UE security capability information element

	EPS encryption algorithms supported (octet 3). EPS includes the use of NR in a Dual Connectivity configuration with E-UTRAN.

	

	EPS encryption algorithm EEA0 supported (octet 3, bit 8)

	0
	
	
	
	EPS encryption algorithm EEA0 not supported and, for NR-PDCP, 5G-EA0 not supported

	1
	
	
	
	EPS encryption algorithm EEA0 supported and, for NR-PDCP, 5G-EA0 supported

	

	EPS encryption algorithm 128-EEA1 supported (octet 3, bit 7)

	0
	
	
	
	EPS encryption algorithm 128-EEA1 not supported and, for NR-PDCP, 5G-EA1 not supported

	1
	
	
	
	EPS encryption algorithm 128-EEA1 supported and, for NR-PDCP, 5G-EA1 supported

	

	EPS encryption algorithm 128-EEA2 supported (octet 3, bit 6)

	0
	
	
	
	EPS encryption algorithm 128-EEA2 not supported and, for NR-PDCP, 5G-EA2 not supported

	1
	
	
	
	EPS encryption algorithm 128-EEA2 supported and, for NR-PDCP, 5G-EA2 supported

	

	EPS encryption algorithm 128-EEA3 supported (octet 3, bit 5)

	0
	
	
	
	EPS encryption algorithm 128-EEA3 not supported and, for NR-PDCP, 5G-EA3 not supported

	1
	
	
	
	EPS encryption algorithm 128-EEA3 supported and, for NR-PDCP, 5G-EA0 supported

	

	EPS encryption algorithm EEA4 supported (octet 3, bit 4)

	0
	
	
	
	EPS encryption algorithm EEA4 not supported

	1
	
	
	
	EPS encryption algorithm EEA4 supported

	

	EPS encryption algorithm EEA5 supported (octet 3, bit 3)

	0
	
	
	
	EPS encryption algorithm EEA5 not supported

	1
	
	
	
	EPS encryption algorithm EEA5 supported

	

	EPS encryption algorithm EEA6 supported (octet 3, bit 2)

	0
	
	
	
	EPS encryption algorithm EEA6 not supported

	1
	
	
	
	EPS encryption algorithm EEA6 supported

	

	UE Security Capabilities Extended (octet 3, bit 1)

	0
	
	
	
	Additional UE security capabilities not specified in octets 8-11

	1
	
	
	
	Additional UE security capabilities specified in octets 8-11

	

	EPS integrity algorithms supported (octet 4). EPS includes the use of NR in a Dual Connectivity configuration with E-UTRAN.

	

	EPS integrity algorithm EIA0 supported (octet 4, bit 8)

	0
	
	
	
	EPS integrity algorithm EIA0 not supported and, for NR-PDCP, 5G-IA0 not supported

	1
	
	
	
	EPS integrity algorithm EIA0 supported and, for NR-PDCP, 5G-IA0 supported

	

	EPS integrity algorithm 128-EIA1 supported (octet 4, bit 7)

	0
	
	
	
	EPS integrity algorithm 128-EIA1 not supported and, for NR-PDCP, 5G-IA1 not supported

	1
	
	
	
	EPS integrity algorithm 128-EIA1 supported and, for NR-PDCP, 5G-IA1 supported

	

	EPS integrity algorithm 128-EIA2 supported (octet 4, bit 6)

	0
	
	
	
	EPS integrity algorithm 128-EIA2 not supported and, for NR-PDCP, 5G-IA2 not supported

	1
	
	
	
	EPS integrity algorithm 128-EIA2 supported and, for NR-PDCP, 5G-IA2 supported

	

	EPS integrity algorithm 128-EIA3 supported (octet 4, bit 5)

	0
	
	
	
	EPS integrity algorithm 128-EIA3 not supported and, for NR-PDCP, 5G-IA3 not supported

	1
	
	
	
	EPS integrity algorithm 128-EIA3 supported and, for NR-PDCP, 5G-IA3 supported

	

	EPS integrity algorithm EIA4 supported (octet 4, bit 4)

	0
	
	
	
	EPS integrity algorithm EIA4 not supported

	1
	
	
	
	EPS integrity algorithm EIA4 supported

	

	EPS integrity algorithm EIA5 supported (octet 4, bit 3)

	0
	
	
	
	EPS integrity algorithm EIA5 not supported

	1
	
	
	
	EPS integrity algorithm EIA5 supported

	

	EPS integrity algorithm EIA6 supported (octet 4, bit 2)

	0
	
	
	
	EPS integrity algorithm EIA6 not supported

	1
	
	
	
	EPS integrity algorithm EIA6 supported

	

	EPS integrity algorithm EIA7 supported (octet 4, bit 1)

	0
	
	
	
	EPS integrity algorithm EIA7 not supported

	1
	
	
	
	EPS integrity algorithm EIA7 supported

	

	UMTS encryption algorithms supported (octet 5)

	

	UMTS encryption algorithm UEA0 supported (octet 5, bit 8)

	0
	
	
	
	UMTS encryption algorithm UEA0 not supported

	1
	
	
	
	UMTS encryption algorithm UEA0 supported

	

	UMTS encryption algorithm UEA1 supported (octet 5, bit 7)

	0
	
	
	
	UMTS encryption algorithm UEA1 not supported

	1
	
	
	
	UMTS encryption algorithm UEA1 supported

	

	UMTS encryption algorithm UEA2 supported (octet 5, bit 6)

	0
	
	
	
	UMTS encryption algorithm UEA2 not supported

	1
	
	
	
	UMTS encryption algorithm UEA2 supported

	

	UMTS encryption algorithm UEA3 supported (octet 5, bit 5)

	0
	
	
	
	UMTS encryption algorithm UEA3 not supported

	1
	
	
	
	UMTS encryption algorithm UEA3 supported

	

	UMTS encryption algorithm UEA4 supported (octet 5, bit 4)

	0
	
	
	
	UMTS encryption algorithm UEA4 not supported

	1
	
	
	
	UMTS encryption algorithm UEA4 supported

	

	UMTS encryption algorithm UEA5 supported (octet 5, bit 3)

	0
	
	
	
	UMTS encryption algorithm UEA5 not supported

	1
	
	
	
	UMTS encryption algorithm UEA5 supported

	

	UMTS encryption algorithm UEA6 supported (octet 5, bit 2)

	0
	
	
	
	UMTS encryption algorithm UEA6 not supported

	1
	
	
	
	UMTS encryption algorithm UEA6 supported

	

	UMTS encryption algorithm UEA7 supported (octet 5, bit 1)

	0
	
	
	
	UMTS encryption algorithm UEA7 not supported

	1
	
	
	
	UMTS encryption algorithm UEA7 supported

	

	UMTS integrity algorithms supported (octet 6)

	

	Bit 8 of octet 6 is spare and shall be coded as zero.

	

	UMTS integrity algorithm UIA1 supported (octet 6, bit 7)

	0
	
	
	
	UMTS integrity algorithm UIA1 not supported

	1
	
	
	
	UMTS integrity algorithm UIA1 supported

	

	UMTS integrity algorithm UIA2 supported (octet 6, bit 6)

	0
	
	
	
	UMTS integrity algorithm UIA2 not supported

	1
	
	
	
	UMTS integrity algorithm UIA2 supported

	

	UMTS integrity algorithm UIA3 supported (octet 6, bit 5)

	0
	
	
	
	UMTS integrity algorithm UIA3 not supported

	1
	
	
	
	UMTS integrity algorithm UIA3 supported

	

	UMTS integrity algorithm UIA4 supported (octet 6, bit 4)

	0
	
	
	
	UMTS integrity algorithm UIA4 not supported

	1
	
	
	
	UMTS integrity algorithm UIA4 supported

	

	UMTS integrity algorithm UIA5 supported (octet 6, bit 3)

	0
	
	
	
	UMTS integrity algorithm UIA5 not supported

	1
	
	
	
	UMTS integrity algorithm UIA5 supported

	

	UMTS integrity algorithm UIA6 supported (octet 6, bit 2)

	0
	
	
	
	UMTS integrity algorithm UIA6 not supported

	1
	
	
	
	UMTS integrity algorithm UIA6 supported

	

	UMTS integrity algorithm UIA7 supported (octet 6, bit 1)

	0
	
	
	
	UMTS integrity algorithm UIA7 not supported

	1
	
	
	
	UMTS integrity algorithm UIA7 supported

	

	GPRS encryption algorithms supported (octet 7)

	

	Bit 8 of octet 7 is spare and shall be coded as zero.

	

	GPRS encryption algorithm GEA1 supported (octet 7, bit 7)

	0
	
	
	
	GPRS encryption algorithm GEA1 not supported

	1
	
	
	
	GPRS encryption algorithm GEA1 supported

	

	GPRS encryption algorithm GEA2 supported (octet 7, bit 6)

	0
	
	
	
	GPRS encryption algorithm GEA2 not supported

	1
	
	
	
	GPRS encryption algorithm GEA2 supported

	

	GPRS encryption algorithm GEA3 supported (octet 7, bit 5)

	0
	
	
	
	GPRS encryption algorithm GEA3 not supported

	1
	
	
	
	GPRS encryption algorithm GEA3 supported

	

	GPRS encryption algorithm GEA4 supported (octet 7, bit 4)

	0
	
	
	
	GPRS encryption algorithm GEA4 not supported

	1
	
	
	
	GPRS encryption algorithm GEA4 supported

	

	GPRS encryption algorithm GEA5 supported (octet 7, bit 3)

	0
	
	
	
	GPRS encryption algorithm GEA5 not supported

	1
	
	
	
	GPRS encryption algorithm GEA5 supported

	

	GPRS encryption algorithm GEA6 supported (octet 7, bit 2)

	0
	
	
	
	GPRS encryption algorithm GEA6 not supported

	1
	
	
	
	GPRS encryption algorithm GEA6 supported

	

	GPRS encryption algorithm GEA7 supported (octet 7, bit 1)

	0
	
	
	
	GPRS encryption algorithm GEA7 not supported

	1
	
	
	
	GPRS encryption algorithm GEA7 supported

	


***** End of changes *****
