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1
Decision/action requested

It is requested to approve the proposal into TS 33.501.
2
References
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3
Rationale

This contribution adds the number of the stage 3 specification TS 24.502 which defines <network name> as "serving network name" for 5G. The corresponding reference TS 24.502 is also added in clause 2. The corresponding Editor’s Note is deleted.
4
Detailed proposal
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6.1.3
Authentication procedures

Editor's Note: The term authentication vector in this clause is used for authentication vectors that contain different elements. It is FFS to specify what is in each authentication vector.


6.1.3.1
Authentication procedure for EAP-AKA'

EAP-AKA' is specified in RFC 5448 [12]. The 3GPP 5G profile for EAP-AKA’ is specified in the normative Annex F.
EAP-AKA' is applied within the 5G authentication framework whenever the UDM/ARPF has received an Authentication Information Request (Auth Info-Req) message from the AUSF, and has chosen EAP-AKA' as the authentication method, cf. subclause 6.1.2 of the present document. 

The authentication procedure for EAP-AKA' works as follows, cf. also Figure 6.1.3.1-1:
0. The AUSF shall send Auth-Info Req message to the UDM/ARPF as described in Clause 6.1.2.
1.
The UDM/ARPF shall first generate an authentication vector with Authentication Management Field (AMF) separation bit = 1 as defined in TS 33.102 [9]. The UDM/ARPF shall then compute CK' and IK' as per the normative Annex A and replac CK and IK by CK' and IK'. 

2.
The ARPF shall subsequently send this transformed authentication vector (RAND, AUTN, XRES, CK', IK') to the AUSF from which it received the Auth Info Req using an Authentication Information Response (Auth Info-Resp) message. 

NOTE:
The exchange of an Auth-Info-Req message and an Auth-Info-Resp message between the AUSF and the UDM/ARPF described in the preceding paragraph is the same as for trusted access using EAP-AKA' described in TS 33.402 [11], subclause 6.2, step 10, except for the input parameter to the key derivation, which is the value of <network name>. The "network name" is a concept from RFC 5448 [12]; it is carried in the AT_KDF_INPUT attribute in EAP-AKA'. The value of <network name> parameter is not defined in RFC 5448 [12], but rather in 3GPP specifications. For EPS, it is defined as "network access identity" in TS 24.302 [13], and for 5G, it is defined as "serving network name" in subclause 6.1.1.4 of the present document and in TS 24.502 [41], with a re-direction from TS 24.302 [13] to TS 24.502 [41].

Editor’s Note: It is FFS whether serving network name should be bound into the derivation of KAUSF as this may be used to derive keys for registrations on multiple serving networks. If there is a problem, it may be necessary to consider solutions like in S3-172458.
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