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1
Decision/action requested

It is proposed to approve the test case given in this pCR.
2
References

[1]
3GPP TS 33.501
[2]            3GPP TS 33.511
3
Rationale

According to TS 33.501, clause 5.3.9 the security requirements for gNB is stated as, "The gNB shall provide replay protection on the gNB DU-CU F1-U interface for user plane". The test case for verifying the stated security requirement is defined in this SCAS pCR document.

4
Detailed proposal 
*** BEGIN OF CHANGE ***

4.2.2.1.x  Replay protection of F1-U interface
Requirement Name: Replay protection of F1-U interface
Requirement Reference: TBA

Requirement Description: “The gNB shall support replay protection on the gNB DU-CU F1-U interface for user plane” as specified in TS 33.501, clause 5.3.9. 

Security Objective Reference: TBA

Test case: 

Test Name: TC-UP DATA-F1U-REPLAY_gNB
Purpose: 

Verify that the F1-U interface between gNB DU-CU is replay protected.

Pre-Condition: 

-
gNB network product shall be connected in emulated/real network environment.

-
Tunnel mode IPsec ESP and IKEv2 certificates-based authentication is implemented.

-
Tester shall have knowledge of the security parameters of tunnel for decrypting the ESP packets.

-
Tester shall have access to the user plane packets sent over F1-U interface.

Execution Steps: 

1.
The tester captures user plane packets (encapsulated payload) sent between gNB DU-CU over F1-U interface using any network analyser.

2.
Tester shall filter the ESP header which contains security parameter index, sequence number, payload data, padding, pad length, next header.

3.
Tester shall check for the sequence number of the filtered ESP Header and shall perform packet crafting using any packet crafting tool to create an ESP Header containing same sequence number of the filtered ESP Header or the tester shall replay the captured user plane packets.
4.
Tester shall check whether the replayed user plane packets were processed by the gNB by capturing over F1-U interface to see if any corresponding response message is received from the gNB. 

5.
Tester shall confirm that gNB provides replay protection by dropping/ignoring the replayed packet if no corresponding response is sent by the gNB to the replayed packet.
6.
Tester shall verify from the result that if crafted ESP packets or replayed user plane packets are not processed by the IPsec tunnel endpoint, then the F1U interface is replay protected.
Expected Results:

The user plane data between gNB DU-CU over F1-U interface is replay protected.

Expected format of evidence:

Evidence suitable for the interface e.g., Screenshot containing the operational results.

*** END OF CHANGE ***

