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	This is a proposed change against the living document S3-193053 that contains the normative work for security of 5WWC.
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	Summary of change:
	Addition of subscriber privacy aspects for wireline access.
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	Other comments:
	


**** BEGIN CHANGES ****
7B
Security for Wireline Access to the 5G core network
7B.a General
7B.b Authentication for 5G-RG

Editor's note:
This clause will capture the security procedure for a 5G-RG accessing to the 5GC.
7B.c Authentication for FN-RG

Editor's note:
This clause will capture the security procedure for a FN-RG accessing to the 5GC.
7B.d Authentication for UE behind 5G-RG and FN-RG

Editor's note:
This clause will capture the security procedure for UEs behind a 5G-RG or a FN-RG accessing to the 5GC.
7B.e
Subscriber privacy for wireline access

The requirements and procedures on the UE related to subscriber privacy in clauses 5.2.5, 6.12 and Annex C are applicable for the 5G-RG.

NOTE 1: The requirements and procedures on the UE related to subscriber privacy in clauses 5.2.5, 6.12 and Annex C are not applicable for the FG-RG.

For a W-AGF representing an FN-RG, the null scheme shall be used to construct the SUCI as described in clauses 4.7.3 and 4.7.4 in TS 23.316 [xx].
**** NEXT CHANGE ****
