3GPP TSG-SA WG3 Meeting #96-Adhoc 
S3-193801
Chongqing (China), 14-18 October 2019
revision of S3-193454
Source:
Huawei, Hisilicon
Title:
New solution for PC5 layer key derivation using the 5G network keys
Document for:
Approval
Agenda Item:
5.16
1
Decision/action requested

This document proposes to add new solution for PC5 layer key derivation using the 5G network keys.
2
References

NA
3
Rational
This document proposes to add new solution for PC5 layer key derivation using the 5G network keys.
4
Detailed proposal

***
BEGIN CHANGES
***

6.X
Solution #X: PC5 layer key derivation using the 5G network keys
6.X.1
Introduction
This solution addresses part of key issue #2 on security for eV2X unicast messages over PC5, and proposes a new solution for PC5 layer key derivation using the 5G network keys.

6.X.2
Solution details

Editor’s note: how the UE establishes PC5 security when out of coverage is FFS.

This solution assumes that the UE1 is already registered into the network, and UE2 is under the 3GPP network coverage, in order that both UEs could negotiate a secured key with the assistance of the core network.

The high level description would be that after receiving the request from the UE1, the UE2 could request the network to generate a shared key for the PC5 layer based on the AMF key, where the AMF key is the secure key established during the registration procedure of UE1.

The PC5 layer key derivation using the 5G network keys is described in Figure 6.X.2-1.
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Figure 6.X.2-1 PC5 layer key derivation using the 5G network keys
In this procedure the communicated UEs via PC5 already stores the PC5 data protection status between them, which is negotiated during the PC5 connection establishment. The details solution is as follows.

0. UE1 and AMF1 store the 5G-GUTI1, ngKSI and KAMF, which are established during the UE registration to the network.

1. UE1 sends the NAS Container (5G-GUTI1, ngKSI,…, MAC) to the UE2 via direct communication request message. Other parameters used for direct communication establishment can be referred to TS 23.287[4].

2. UE2 determines whether UE1 and UE2 are in the same serving network based on the serving network ID1 included in the 5G-GUTI1 and serving network ID2, where the serving network ID2 indicates the network that UE2 can register with or currently connected to. If the serving network ID1 and serving network ID2 are the same, the UE2 shall continue. Otherwise the UE2 could select other ways to negotiate the PC5 layer key, e.g. based on the application layer keys.

3. UE2 forwards the indicator, NAS Container (5G-GUTI1, ngKSI,…, MAC) to the AMF2 via UL NAS message, where the indicator indicates this message is used for PC5 layer key derivation.

NOTE1: UE1 and UE2 may be connected to the same AMF, i.e. AMF1.

4. AMF2 sends the indicator and NAS Container (5G-GUTI1, ngKSI,…, MAC) to the AMF1.

5. After receiving the indicator and NAS Container (5G-GUTI1, ngKSI,…, MAC), the AMF1 shall firstly verify the MAC based on the NAS key shared with UE1. If the verification successes, the AMF1 generates the PC5 key based on the KAMF.

Editor’s Notes: The parameters used for PC5 key derivation is FFS.

6-7. AMF1 sends the PC5 key to the UE2 via AMF2.

8. UE2 generates the session key KD based on the PC5 key.

Editor’s Notes: The parameters used for KD derivation is FFS.

9-11. UE2 initiates the Direct security mode command procedure with UE1. UE1 generates the PC5 key and KD with the same way as AMF1 and UE2.

NOTE2: This solution focuses on how to establish the PC5 key. Direct security mode command procedure is out of scope of this solution.

12. UE2 sends the direct communication response to the UE1.

6.X.3
Evaluation
Editor’s Note: Each solution should motivate how the potential security requirements of the key issues being addressed are fulfilled.
***
END OF CHANGES
***
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