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	Reason for change:
	There are two requirements and testcases are not relevant to the gNB, which are logging access to personal data and GTP-C Filtering. It is a common understanding that the gNB does not store or process any persoanl data, and gNB does not use GTP-C protocol.

In clause 4.2.4.1.1.2
Handling of ICMP, remote deployment scenario should be considered in gNB:

· the Router Advertisement is marked as Not Permitted. This is too strict to gNBs if considering the 33.117 was specified with the background of MME. Because in the case the gNBs is configured by remote deploymented, Router Advertisement is used to help gNBs to get IPv6 address and updating the configuration complying with the transport network.

· Echo Reply can be sent by default for gNBs, because Echo Reply is always used for debugging during the remote deployment. For example, in case of failured remote deployment, Echo Reply is used to debug and locate the problem at gNB or at transport network.

	
	

	Summary of change:
	Exclude two requirements and testcases from gNB SCAS.
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	Inaccurate.
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	Other comments:
	


*********** Begin of 1st Change ************
4.2.3.2.5
Logging access to personal data
The requirement and testcase in clause 4.2.3.2.5 of TS 33.117 [3] is not applicable to gNB network product.
*********** End of 1st Change ************
*********** Begin of 2nd Change ************
4.2.4
Operating Systems
The gNB-specific additions to clause 4.2.4 of TS 33.117 [3] are:
For the requirement defined in clause 4.2.4.1.1.2
Handling of ICMP of TS 33.117[3]:
·  Echo Reply can be sent by default. 
· In case of remote base station auto deployment, Router Advertisement can be processed. 
Apart from the above exceptions, there are no gNB-specific additions to clause 4.2.4 of TS 33.117 [3].
*********** End of 2nd Change ************
*********** Begin of 3rd Change ************
4.2.6
Network Devices 
4.2.6.1
Protection of Data and Information
There are no gNB-specific additions to clause 4.2.6.1 of TS 33.117 [3].
4.2.6.2
Protecting availability and integrity

4.2.6.2.1
Packet filtering

There are no gNB-specific additions to clause 4.2.6.2.1 of TS 33.117 [3].
4.2.6.2.2
Interface robustness requirements

There are no gNB-specific additions to clause 4.2.6.2.2 of TS 33.117 [3].
4.2.6.2.3
GTP-C Filtering
The requirement and testcase in clause 4.2.6.2.3 of TS 33.117 [3] is not applicable to gNB network product.
4.2.6.2.4
GTP-U Filtering
There are no gNB-specific additions to clause 4.2.6.2.4 of TS 33.117 [3].
*********** End of 3rd Change ************
