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	Other comments:
	


**** START OF CHANGES ****
7
Security for non-3GPP access and wireline access to the 5G core network

7.1
General
……
7.2
Security procedures for non-3GPP Access
7.2.1
Authentication for Untrusted non-3GPP Access

……
7.2.X
Authentication for Trusted non-3GPP Access
Editor's note:
This clause will capture the security procedure for a UE accessing to the 5GC via trusted non-3GPP access.
7.X
Security procedures for Wireline access
7.X.1 Authentication for 5G-RG
Editor's note:
This clause will capture the security procedure for a 5G-RG accessing to the 5GC.
7.X.2 Authentication for FN-RG
Editor's note:
This clause will capture the security procedure for a FN-RG accessing to the 5GC.
7.X.3 UE behind 5G-RG and FN-RG
Editor's note:
This clause will capture the security procedure for UEs behind a 5G-RG or a FN-RG accessing to the 5GC.
**** NEXT CHANGE ****
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
5G-RG
5G Residential Gateway
FN-RG
Fixed Network RG

**** END OF CHANGES ****
