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1
Decision/action requested

Add an abbreviation and correct the reference.
2
References

[1]
3GPP TS 33.519, Security Assurance Specification (SCAS) for the Network Exposure Function (NEF) network product class
3
Rationale

This contribution adds an abbreviation to clause 3.3 of TS 33.519 [1] and corrects the reference in clause 4.2.2.1.1 of TS 33.519[1].
4
Detailed proposal

***
BEGIN CHANGES
***

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

CAPIF
Common API Framework for 3GPP northbound APIs


***
NEXT CHANGES
***
4.2.2.1.1
Authentication on application function

Requirement Name: Authentication on application function
Requirement Reference: TBA

Requirement Description: "Mutual authentication between the NEF and Application Function shall be supported" as specified in TS 33.501 [2], clause 5.9.2.3. "For authentication between NEF and an Application Function that resides outside the 3GPP operator domain, mutual authentication based on client and server certificates shall be performed between the NEF and AF using TLS" and "Certificate based authentication shall follow the profiles given in 3GPP TS 33.210 [3], clause 6.2." as specified in TS 33.501 [2], clause 12.2. 

***
END OF CHANGES
***
