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1
Decision/action requested

This contribution proposes some text for the early clauses of the V2X TS
2
References

[1]
S3-193982 V2X TS skeleton
3
Rationale

This contribution proposes to text for some of the early clause of V2X TS. 
4
Detailed proposal

It is proposed that SA3 agree the below pCR for inclusion in the TS [1]. 
**** START OF CHANGES ****
1
Scope

The present document provides the security aspects for the 5G system to facilitate vehicular communications for Vehicle-to-Everything (V2X) services. The architecture for these V2X services is described in TS 23.287 [aa], which is based on the service requirements defined in TS 22.185 [bb] and TS 22.186 [cc]. 

**** NEXT OF CHANGES ****

2
References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[aa]
3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".

[bb]
3GPP TS 22.185: "Service requirements for V2X services; Stage 1".

[cc]
3GPP TS 22.186: "Enhancement of 3GPP support for V2X scenarios; Stage 1".

[dd]
3GPP TS 33.185: "Security aspect for LTE support of Vehicle-to-Everything (V2X) services".

**** NEXT OF CHANGES ****
4
Overview of V2X architecture 
4.1
General

The V2X architecture is described in TS 23.287 [aa] which describes V2X communication over both the Uu reference point supported by E-UTRA connected to 5GC and/or NR connected to 5GC and PC5 reference point supported by E-UTRA and/or NR. The NR PC5 supports unicast, groupcast and broadcast modes (see TS 23.287 [aa]). 

The security for PC5 reference point supported by E-UTRA is given in TS 33.185 [dd]. The security for the other cases are given in the present document. 

**** NEXT OF CHANGES ****
5
Security for V2X over NR based PC5 reference point

5.1
General


This clause contains the security and privacy requirements and specifies procedures that can achieve the requirements for V2X over NR based PC5 reference point except those for PC5 over E-UTRA which are given in TS 33.185 [dd].

**** END OF CHANGES ****

