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1
Decision/action requested

This contribution proposes to delete the Editor’s note of the size of COUNT.
2
References

[1]
TS 33.536 v1.0.0
[2]
TS 38.323
3
Rationale

There is an editor’s note in clause 5.3.3.1.5.4 of TS 33.536 [1] to cover the issue of the possibility of the COUNT size not being 32-bits. Looking into clause 6.5.3 of TS 38.323 [2], it is clear that the COUNT values is 32 bits made of an HFN and PDCP SN. There is currently no exception for this (unlike LTE) to be different for sidelink. Hence it is proposed to delete the editor’s note on size of COUNT.
The below pCR proposes including the above solution in the V2X TS.
4
Detailed proposal

It is proposed that SA3 approve the following pCR for inclusion in the TS [1].
**** START OF CHANGES ****
5.3.3.1.5.4 
Content of the PDCP packet

The Key ID and least significant bits of the counter are carried in the PDCP header, along with any MAC that is needed for integrity protection. The key ID is used to signal which security context is being used and shall be set to KNRP-sess ID.  
This is illustrated in Figure 5.3.3.1.4.4-1.
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Figure 5.3.3.1.4.4-1: Security parameters in the PDCP header for one-to-one communications


**** END OF CHANGES ****

