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[bookmark: _Hlk32849714]************************************** Start of Changes ***************************
x.x.4 AAA Server triggered Network Slice-Specific Re-authentication and Re-authorization procedure
Editor’s Note: Further detail and alignment with SA2 callflows are FFS.



Figure X.X.4-1: AAA Server initiated Network Slice-Specific Re-authentication and Re-authorization procedure	Comment by Nair, Suresh P. (Nokia - US/Murray Hill): Changes in the call flow:
1) AUSF-2/AAA-P shown 
2) NSSAI towards AAA-S removed 
0.	The UE is registered in 5GC via an AMF. The AMF ID is stored in the UDM. 
1.	The AAA-S requests the re-authentication and re-authorization for the Network Slice specified by the S-NSSAI in the Re-Auth Request message, for the UE identified by the GPSI in this message. This message is sent to a AUSF/AAA-P, if the AAA-P is used (e.g. the AAA Server belongs to a third party), otherwise it may be sent directly to the AUSF. If a AAA-P is present, relays the Reauthentication Request to the AUSF.
2.	The AAA-P, if present, relays the AAA Protocol Reauthentication Request to the AUSF.
23.	The AUSF requests UDM for the AMF serving the UE using the Nudm_UECM_Get (GPSI, AMF Registration) service operation. The UDM provides the AUSF with the AMF ID of the AMF serving the UE.  
34.	The AUSF requests the relevant AMF to re-authenticate/re-authorize the S-NSSAI for the UE using the Nausf_NSSAA_Re-authenticationNotification service operation. 
4.	The AMF is implicitly subscribed to receive Nausf_NSSAA_Re-authenticationNotification service operations. The AUSF may discover the Callback URI for the Nausf_NSSAA_Re-authenticationNotification service operation exposed by the AMF via the NRF.  
The AMF acknowledges the notification of Re-authentication request. 
5.	The AMF triggers the Network Slice-Specific Authentication and Authorization procedure defined in clause X.X.3 for the UE identified by the GPSI and the Network Slice identified by the S-NSSAI received from the AUSF.
************************************** End  of Changes ***************************
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