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6.3.2
Structure of the events

The information sent to DF2 is triggered by up to eight different call related and non-call related events. Details are described in following subclause. The events for interception are configurable (if they are sent to DF2) in the 3G MSC and can be suppressed in the DF2. The events are listed as follows:

Call Related Events:

-
Call Establishment

-
Answer

-
Supplementary Service

-
Handover

-
Release

Non Call Related Events:

-
SMS

-
Location Update

-
Subscriber Controlled Input

Table 1 below shows the set of information that is used to generate the events. The events transmit the information from the 3G MSC to DF2. This set of information can be extended in the 3G MSC, if this is necessary in a specific country. DF2 can extend this information if this is necessary in a specific country e.g. a unique number for each surveillance warrant.

Table 1: Information Elements for Circuit Event records

	Observed MSISDN

          Target Identifier with the MSISDN of the target subscriber (monitored subscriber).

	Observed IMSI

          Target Identifier with the IMSI of the target subscriber (monitored subscriber).

	Observed IMEI

          Target Identifier with the IMEI of the target subscriber (monitored subscriber),

          It shall be checked for each call over the radio interface

	event type

          Description which type of event is delivered: Establishment, Answer, Supplementary service, 

          Handover, Release, SMS, Location update, Subscriber controlled input

	event date

          Date of the event generation in the 3G MSC

	event time

          Time of the event generation in the  3G MSC

	dialled number

          Dialled phone number before digit modification, IN-modification etc.

	Connected number

          Number of the answering party

	other party address

          Directory number of the other party for MOC

          Calling party for MTC

	call direction

          Information if the monitored subscriber is calling or called e.g. MOC/MTC or originating/ terminating 

          In or/out

	Correlation number

          Unique number for each call sent to the DF, to help the LEA, to have a correlation between each  

          Call and the IRI

	


	Location Information
          
Location information is the service area identity and/or location area identity that is present at the 3G MSC at the time of event record production.

	basic service

          Information about Tele service or bearer service.

	Supplementary service

          Supplementary services used by the target e.g. CF, CW, ECT

	Forwarded to number

          Forwarded to number at CF

	call release reason

          Call release reason of the target call

	SMS Message

          The SMS content with header which is sent with the SMS-service

	Redirecting number

          The number which invokes the call forwarding towards the target. This is provided if available. 

	SCI

          Non call related Subscriber Controlled Input (SCI) which the 3G MSC receives from the ME


6.3.3
Call Related events

6.3.3.1
Call establishment 

For call establishment a call establishment-event is generated. This event is generated at the begining of a call when the 3G MSC attempts to reach the subscriber. This information will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed IMEI

	event type

	event date

	event time

	dialled number

	other party address

	call direction

	Correlation number 

	Redirecting number

	

	Location Information

	basic service

	Supplementary service


6.3.3.2
Answer 

If the called party answers, an answer- event is generated. This information will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	Observed IMEI

	event type

	event date

	event time

	dialled number

	other party address

	Connected party

	call direction

	Correlation number

	Redirecting number

	

	Location information

	basic service

	Supplementary service


6.3.3.3
Supplementary Services

For supplementary services events are generated with the information which supplementary service is used e.g. Call Forwarding (CF), Call Waiting (CW), Explicit Call Transfer (ECT), Multi Party (MPTY), Call Hold and information correlated to the service like the forwarded to number. This information will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed IMEI

	event type

	event date

	event time

	dialled number

	other party address

	call direction

	Correlation number

	

	Location information

	basic service

	Supplementary service

	Forwarded to number


6.3.3.4
Handover 
For each handover that is realised at the 3G MSC due to a  change in target location information, a handover-event with the new location information is generated. This information will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	Observed IMEI

	event type

	event date

	event time

	Correlation number

	

	Location information


6.3.3.5
Release

For the release or failed attempt of a target call, a release event with the following information is generated. This information will be delivered to the DF2 if available:

	Observed MSISDN

	Observed IMSI

	Observed IMEI

	event type

	event date 

	event time

	dialled number

	other party address

	call direction

	Correlation number

	

	Location information

	basic service

	call release reason


6.3.4
Non Call Related events

6.3.4.1
SMS

For MO-SMS the event is generated in the 3G MSC, when the SMSC successfully receives the SMS; for MT-SMS the event is generated in the 3G MSC when the target receives the message. This information will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	event type

	event date

	event time

	

	Location information

	SMS Message


6.3.4.2
Location update

For location updates a Location update-event is generated, with the new location information. This information will be delivered to the DF2 if available:

	Observed MSISDN 

	observed IMSI 

	event type

	event date

	event time

	

	location information


6.3.4.3
Subscriber Controlled Input (SCI)

SCI includes subscriber initiated changes in service activation and deactivation. SCI does not include any information available in the CC. For subscriber controlled inputs - a SCI-event is generated with information about the SCI. This information will be delivered to the DF2 if available:

	observed MSISDN 

	observed IMSI 

	event type

	event date

	event time

	

	 location information

	SCI
































�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the lastest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

