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6.1.3
Correlation number

The Correlation Number is unique per PDP context and used for the following purposes:

-
correlate CC with IRI,

-
correlate different IRI records within one PDP context.

In the UMTS system, the Correlation Number is the combination of GGSN address and charging ID.
7.1.3
Correlation number

The Correlation Number is unique per PDP context and used for the following purposes:

-
correlate CC with IRI,

-
correlate different IRI records within one PDP context.

In the UMTS system, the Correlation Number is the combination of GGSN address and charging ID.

C.2.4.1
Fields

The logical contents of the CC-header is described here.

CC-header = (Version, HeaderLength, PayloadLength, PayloadType, PayloadTimeStamp, PayloadDirection,  CCSeqNumber, CorrelationNumber, LIID, PrivateExtension).

The Information Element CorrelationNumber forms the means to correlate the IRI and CC of the communication session intercepted.

The first column indicates whether the Information Element referred is Mandatory, Conditional or Optional.

The second column is the Type in decimal.

The third column is the length of the Value in octets.

(Notation used in table C.2:  M = Mandatory, O = Optional, C= Conditional).

Table C.2: Information elements in the first version of the CC header

	Mode
	Type
	Length
	Value

	M
	130
	2
	Version = the version number of the format version to be used. This field has a decimal value, this enables version changes to the format version. The values are allocated according to national conventions.

	O
	131
	2
	HeaderLength = Length of the CC-header up to the start of the payload in octets.

(This field is optional since it is useful only in such cases that these information elements would be transferred without a dynamic length encapsulation that contains all the length information anyway. This field could be needed in case of  e.g. adapting to a local encapsulation convention.)

	O
	132
	2
	PayloadLength = Length of the payload following the CC-header in octets.

(This field is optional since it is useful only in such cases that these information elements would be transferred without a dynamic length encapsulation that contains all the length information anyway. This field could be needed in case of  e.g. adapting to a local encapsulation convention.)

	M
	133
	1
	PayloadType  =  Type of the payload, indicating the type of the CC. Type of the payload. This field has a decimal value. The possible PDP Type values can be found in the standards (e.g.3GPP TS 29.060 [17]). The value 255 is reserved for future PDP Types and means: "Other".

	O
	134
	4
	PayloadTimeStamp = Payload timestamp according to intercepting node. (Precision: 1 second, timezone: UTC). Format: Seconds since 1970-01-01 as in e.g. Unix (length: 4 octets).

	C
	137
	1
	PayloadDirection = Direction of the payload data. This field has a decimal value 0 if the payload data is going towards the target (ie. downstream), or 1 if the payload data is being sent from the target (ie. upstream). If this information is transferred otherwise, e.g. in the protocol header, this field is not required as mandatory. If the direction information is not available otherwise, it is mandatory to include it here in the CC header.

	O
	141
	4
	CCSeqNumber = Identifies the sequence number of each CC packet during interception of the target. This field has a 32-bit value. 

	M
	144
	8 or 20
	CorrelationNumber. Identifies an intercepted session of the observed target. This is implemented by using . the Charging Id (4 octets, see [14]) with the (4-octet/16-octet) Ipv4/Ipv6 address of the PDP context maintaining GGSN node attached after the first 4 octets.

	
	
	
	<Possible future parameters are to be allocated between 145 and 250.>

	O
	254
	1-25
	LIID = Field indicating the LIID as defined in this document. This field has a character string value, e.g. "ABCD123456".

	O
	255
	1-N
	PrivateExtension = An optional field. The optional Private Extension contains vendor or LEA or operator specific information. It is described in the document 3GPP TS 29.060 [17].


Table C.3: Information elements in the second version of the CC header
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