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Reminder: S3LI066 presented in Vienna contains open points for the CS section issued earlier from ES 201671 to be introduced into 33.108 Rel-6.

General reason for change: With the intent to remove the ETSI reference and replace it with text for Rel-6, care should be taken that this new text doesn’t deviate far from the standardization for CS in ETSI. Also any text for Rel-6 must be backward compatible.
Particular reason for change: The TS101671 Annex D.4 has not been reported into 33.108. This section deals with HI1 operation notifications. It does not describe an electronic Handover Interface, but HI1 information, using HI2 mechanism. Sending-of-HI1-Notification operation should be reported for backward compatibility.
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TS101671 Annex D.4 is reported in 33.108 as Annex B.7
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not approved:
General: 33.108 Rel-6 CS section wouldn’t be backward compatible with previous release.

Particular: activation, deactivation or modification of interception would not be reported to LEMF. 
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Added section

B.7
LI management notification

Declaration of ROSE operation sending-of-HI1-Notification is ROSE delivery mechanism specific. When using FTP delivery mechanism, data HI1-Operation must be considered.

NOTE:
This annex does not describe an electronic Handover Interface, but HI1 information, using HI2 mechanism.

ASN.1 description of LI management notification operation (HI1 interface)

HI1NotificationOperations

{ itu-t (0) identified-organization (4) etsi (0) securityDomain (2) lawfulIntercept (2) hi1 (0) notificationOperations (1) version2 (2)}

NOTE : Probably a new branch would be necessary in the 3GPP Object Tree !!

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS 


OPERATION, 


ERROR 



FROM



Remote-Operations-Information-Objects 



{joint-iso-itu-t (2) remote-operations(4) informationObjects(5) version1(0)}


hi1NotificationOperations 



FROM



SecurityDomainDefinitions 



{ itu-t (0) identified-organization (4) etsi (0) securityDomain (2)}


CommunicationIdentifier, 


TimeStamp, 


LawfulInterceptionIdentifier



FROM HI2Operations 



{ itu-t (0) identified-organization (4) etsi (0) securityDomain (2) lawfulIntercept (2) hi2 (1) version2 (2)};

sending-of-HI1-Notification 
OPERATION ::=

{


ARGUMENT
HI1-Operation


ERRORS

{ ErrorHI1Notifications }


CODE

global:{ hi1NotificationOperations version1 (1)}

}

-- Class 2 operation. The timer shall be set to a value between 3 s and 240 s. 

-- The timer default value is 60s.

-- NOTE: The value for this timer is to be set on the equipment waiting for the returned message; 

-- its value shall be agreed between the NWO/AP/SvP and the LEA, depending on their equipment

-- properties.

other-failure-causes 
ERROR ::= { CODE local:0}

missing-parameter

ERROR ::= { CODE local:1}

unknown-parameter

ERROR ::= { CODE local:2}

erroneous-parameter

ERROR ::= { CODE local:3}

ErrorHI1Notifications ERROR ::= 

{ 


other-failure-causes | 


missing-parameter | 


unknown-parameter | 


erroneous-parameter 

}

HI1-Operation 
::= CHOICE 

{


liActivated


[1] Notification,


liDeactivated

[2] Notification,


liModified


[3] Notification

}

Notification ::= SEQUENCE 

{


lawfulInterceptionIdentifier 
[1] LawfulInterceptionIdentifier,



-- This identifier is the LIID identity provided with the lawful authorization 



-- for each target.


communicationIdentifier 

[2] CommunicationIdentifier OPTIONAL,



-- Only the NWO/PA/SvPIdentifier is provided (the one provided with the Lawful 



-- authorization).



-- Called "callIdentifier" in Edition 1 ES 201 671.


timeStamp





[3] TimeStamp, 



-- date and time of the report.


...

}

-- PARAMETERS

END -- HI1NotificationOperations
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