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General reason for change: With the intent to remove the ETSI reference and replace it with text for Rel-6, care should be taken that this new text doesn’t deviate far from the standardization for CS in ETSI. Also any text for Rel-6 must be backward compatible. 

Particular reason for change: The TS101671 Table A.3.3 has not been reported into 33.108. 

The Table A.3.3 lists some parameters, which are already contained in the ASN.1 of 33.108 - Annex B.3a, but not included in the body text section of 33.108 chapter 5.2, where all parameters are described.
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5.2.2.4
Information on non-call related supplementary services

The general principle is to transmit non-call related service information as received from the signalling protocol.

A typical user action to be reported is Subscriber Controlled Input (SCI).

For the detailed specification of the related procedures see clause 5.4.

Added section

5.2.2.5
Selection of parameters for IRI records

Three types of origins for the specification of HI2 parameters in IRI records can be differentiated:

1)
Parameters for LI control information; they are specific for the LI HI2 interface, and are specified in the present document (see table 5.3).

2)
Parameters used to convey information to the LEMF, which is retrieved from the target's call or service signalling protocol information (see table 5.5). Within the IRI a standardized protocol coding is used. 

The relevant protocol specifications are the ISDN user part, as a generic protocol, used by several types of networks, and dedicated network protocols, e.g. DSS1 or GSM standards. For a common implementation in different countries and to guarantee the possibility of an interception measure across borders only parameters defined in ETSI standards shall be used.

3)
Parameters used to convey information from events relating to the target call, but with no equivalent parameters being available in protocol standards. Such parameters shall be specified in the present document (see table 5.3a).

The LI control information is a mandatory part of each IRI record (exception: CID), the information defined in table 5.3a is included in IRI records, if the according parameter or event is detected during processing a call or a target identity related action.

Table 5.3a: List of LI specific parameters, which may be contained in IRI 

IRI parameters. Target call information, LI specific definition

IRI parameter name
ASN.1 name (used in annex B.3a)

Direction of call
intercept-Call-Direct

Call event, e.g.:

-
answer indication

-
call waiting indication

-
hold indication

-
retrieve indication

-
suspend indication

-
resume indication
PartyInformation/SimpleIndication

Ringing duration
ringingDuration

Conversation duration
conversationDuration

CC link information
callContentLinkInformation

Subscriber controlled input data
PartyInformation/sciData

UMTS CS specific events
Umts-Cs-Event

NOTE:
Format and coding details see Annex B.3a.

The general principle is that, if parameters included in table 5.5 are available, they shall be included in an IRI record, and be sent to the LEMF. Parameters of table 5.3a, which are not part of standard protocols, shall be included, when the according event or parameter, which needs to be reported to the LEMF, is detected. 

Parameters of table 5.3 are present in all IRI records, except the Communication Identifier: it may be missing in IRI‑REPORT records; if no target call is related to it.
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