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B.3
Intercept related information (HI2)

Declaration of ROSE operation umts-sending-of-IRI is ROSE delivery mechanism specific. When using FTP delivery mechanism, data UmtsIRIsContent must be considered.
Some parameters are included in the ASN.1 version due to compatibility reasons against previous module version used in later releases of the specification and may be not applicable for rel-5. These parameters are indicated with a comment “Not applicable in rel-5”.
ASN1 description of IRI (HI2 interface)

UmtsHI2Operations {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi2(1) version-3(3)} 

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS 



OPERATION, 



ERROR 




FROM Remote-Operations-Information-Objects 




{joint-iso-itu-t(2) remote-operations(4) informationObjects(5) version1(0)}



LawfulInterceptionIdentifier,



TimeStamp,



Network-Identifier,



National-Parameters,



DataNodeAddress,



IPAddress,



IP-value,



X25Address




FROM HI2Operations




{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)

 



  lawfulIntercept(2) hi2(1) version3(3)}; -- TS 101 671 Edition 3

-- Object Identifier Definitions

-- Security DomainId

lawfulInterceptDomainId OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0)

securityDomain(2) lawfulIntercept(2)}

-- Security Subdomains

threeGPPSUBDomainId OBJECT IDENTIFIER ::= {lawfulInterceptDomainId threeGPP(4)}

hi2DomainId OBJECT IDENTIFIER
::= {threeGPPSUBDomainId hi2(1) version-3(3)}

umts-sending-of-IRI  OPERATION ::= 

{


ARGUMENT
UmtsIRIContent


ERRORS

{ OperationErrors }


CODE

global:{threeGPPSUBDomainId hi2(1) opcode(1)}

}

-- Class 2 operation . The timer shall be set to a value between 3 s and 240 s. 

-- The timer.default value is 60s.

-- NOTE:
The same note as for HI management operation applies.

-- Not applicable for rel-5

-- This data type was incorporated only in order to make Rel-5 compatible with Rel-6, once

-- version number of OID (hi2DomainId) has changed to version-3(3).
UmtsIRIsContent

::= CHOICE

{


umtsiRIContent


UmtsIRIContent,

umtsIRISequence



UmtsIRISequence
}

UmtsIRISequence

::= SEQUENCE OF UmtsIRIContent

-- Aggregation of UmtsIRIContent is an optional feature.
-- It may be applied in cases when at a given point in time
-- several IRI records are available for delivery to the same LEA destination.

-- As a general rule, records created at any event shall be sent

-- immediately and not withheld in the DF or MF in order to

-- apply aggragation.

-- When aggregation is not to be applied,  

-- UmtsIRIContent needs to be chosen.

UmtsIRIContent

::= CHOICE 

{


iRI-Begin-record

[1] IRI-Parameters,
-- include at least one optional parameter 


iRI-End-record


[2] IRI-Parameters,


iRI-Continue-record

[3] IRI-Parameters,
-- include at least one optional parameter 


iRI-Report-record

[4] IRI-Parameters
-- include at least one optional parameter 

}

unknown-version 

ERROR ::= { CODE local:0}

missing-parameter

ERROR ::= { CODE local:1}

unknown-parameter-value
ERROR ::= { CODE local:2}

unknown-parameter

ERROR ::= { CODE local:3}

OperationErrors ERROR ::= 

{ 


unknown-version | 


missing-parameter | 


unknown-parameter-value | 


unknown-parameter 

}

-- This values may be sent by the LEMF, when an operation or a parameter is misunderstood.

IRI-Parameters

::= SEQUENCE 

{


hi2DomainId



[0]
OBJECT IDENTIFIER,  -- 3GPP HI2 domain


iRIversion



[23] ENUMERATED


{



version2(2),



…

} OPTIONAL,



-- if not present, it means version 1 is handled


lawfulInterceptionIdentifier
[1] LawfulInterceptionIdentifier,



-- This identifier is associated to the target.


timeStamp



[3] TimeStamp, 



-- date and time of the event triggering the report.) 


initiator 



[4] ENUMERATED 


{



not-Available

(0),



originating-Target
(1),




-- in case of GPRS, this indicates that the PDP context activation 




-- or deactivation is MS requested



terminating-Target
(2),




-- in case of GPRS, this indicates that the PDP context activation or




-- deactivation is network initiated


...


} OPTIONAL,


locationOfTheTarget

[8] Location OPTIONAL,



-- location of the target subscriber


partyInformation 

[9] SET SIZE (1..10) OF PartyInformation OPTIONAL, 



-- This parameter provides the concerned party, the identiy(ies) of the party



--)and all the information provided by the party. 


serviceCenterAddress
[13] PartyInformation OPTIONAL,



-- e.g. in case of SMS message this parameter provides the address of  the relevant 



-- server within the calling (if server is originating) or called (if server is



-- terminating) party address parameters


sMS





[14] SMS-report OPTIONAL,



-- this parameter provides the SMS content and associated information


national-Parameters

[16] National-Parameters OPTIONAL,


gPRSCorrelationNumber
[18] GPRSCorrelationNumber OPTIONAL,


gPRSevent 



[20] GPRSEvent OPTIONAL,



-- This information is used to provide particular action of the target



-- such as attach/detach


sgsnAddress 


[21] DataNodeAddress OPTIONAL,


gPRSOperationErrorCode 
[22] GPRSOperationErrorCode OPTIONAL,


ggsnAddress 


[24] DataNodeAddress OPTIONAL,


qOS





[25] UmtsQos OPTIONAL,


-- Pre-R5 QoS in pre-R5 format. Note, that R5 onwards GSN may still use pre-R5 QoS

networkIdentifier

[26] Network-Identifier OPTIONAL,


sMSOriginatingAddress 
[27] DataNodeAddress OPTIONAL,


sMSTerminatingAddress 
[28] DataNodeAddress OPTIONAL,


iMSevent



[29] IMSevent OPTIONAL,


sIPMessage



[30] OCTET STRING  OPTIONAL,


servingSGSN-number

[31] OCTET STRING (SIZE (1..20))
OPTIONAL,


servingSGSN-address

[32] OCTET STRING (SIZE (5..17)) 
OPTIONAL,



-- Octets are coded according to 3GPP TS 23.003 [25]


..., 
   extendedQOS             [33] ExtendedUmtsQoS OPTIONAL


-- QoS in R5 onwards format, which may contain both, pre-R5 QoS or R5 onwards QoS.


-- When extendedQOS is present, qOS parameter should be discarded by the receiving entity


-- (if qOS was also sent).

} 
*******   Next modification*******

PartyInformation 


::= SEQUENCE 

{


party-Qualifier 
[0]  ENUMERATED 


{



gPRS-Target(3),



...


},


partyIdentity 

[1] SEQUENCE 


{



imei




[1] OCTET STRING (SIZE (8)) OPTIONAL,




-- See MAP format [4]



imsi




[3] OCTET STRING (SIZE (3..8)) OPTIONAL,




-- See MAP format [4] International Mobile 




-- Station Identity E.212 number beginning with Mobile Country Code



msISDN




[6] OCTET STRING (SIZE (1..9)) OPTIONAL,




-- MSISDN of the target, encoded in the same format as the AddressString




-- parameters defined in MAP format document ref [4], § 14.7.8



e164-Format



[7] OCTET STRING    (SIZE (1 .. 25)) OPTIONAL,




-- E164 address of the node in international format. Coded in the same format as 




-- the calling party number  parameter of the ISUP (parameter part:[5])



sip-url




[8] OCTET STRING 
OPTIONAL,




-- See [26]


... ...,



tel-url




[9] OCTET STRING 
OPTIONAL,



-- Not applicable for rel-5



-- This parameter was incorporated only in order to make Rel-5 compatible with Rel-6,



-- once version number of OID (hi2DomainId) has changed to version-3(3). 

},


services-Data-Information 
[4] Services-Data-Information OPTIONAL,



-- This parameter is used to transmit all the information concerning the



-- complementary information associated to the basic data call


...

}

*******   Next modification*******

UmtsQos ::= CHOICE

{


qosMobileRadio [1] OCTET STRING (SIZE(3..11)),



-- The qosIu parameter shall be coded in accordance with the § 10.5.6.5 of pre-R5 


-- Mobile Radio Interface spec ref [9] or ref [21] without the Quality of service 



-- IEI and Length of quality of service IE (only the last 3, or 11 octets are used. That 





-- is first two octets carrying 'Quality of service IEI' and 'Length of quality of 

 

--  service IE' shall be excluded). 


qosGn [2] OCTET STRING (SIZE(3..254))



-- qosGn parameter shall be coded in accordance with § 7.7.34 of document ref [17]

} 

ExtendedUmtsQos ::= CHOICE

{


qosMobileRadio [1] OCTET STRING,



-- The qosMobileRadio parameter shall be coded in accordance with the § 10.5.6.5 of



-- R5 onwards Mobile Radio Interface spec ref [9] or ref [21] without the Quality 



-- of Service IEI and Length of quality of service IE (That is, first 





-- two octets carrying 'Quality of service IEI' and 'Length of quality of service

 

-- IE' shall be excluded). 


qosGn [2] OCTET STRING,


-- qosGn parameter shall be coded in accordance with § 7.7.34 of document ref [17]]
    ...
} 

END -- OF UmtsHI2Operations
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