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Discussion:

Sometimes SA3 LI holds more than one meetings between SA plenary meetings. Earlier we made a decision not to increment the version number of the ASN.1 module for IRI too often. However, ASN.1 module for IRI is published with every new version of 33.108. Recently that led to the following inconvenience. 33.108v6.3.0 and 33.108v6.4.0 both have the same module version number (version-2), but 33.108v6.4.0 has additional (different) parameters.

SA3 LI would need to address and solve the problem.

Proposal:

We could keep a record of CRs that  require the ASN.1 module version number to be incremented. Those CRs could be collected in S3 LI meetings, which take place between two consecutive SA plenary meetings. In an S3 LI meeting, which takes place before SA plenary we could accept one, special purpose CR. This CR would propose only one change to 33.108, an increment to module version number.

In order to implement such an approach, we could adopt the following process:

1. CR's requiring new module version number shall not actually implement the increment. Rather, "Other comments" field on the cover page of such a CR shall read: " This CR requires that ASN.1 module version number shall be incremented from version-(x) to version-(x+1)".

2. S3 LI Chair keeps a file, where the titles of all such CRs are collected.

3. Once SA plenary is scheduled in between two S3 LI meetings, in the earlier S3 LI meeting special purpose CR shall be accepted and submitted to S3 and SA for approval.

A draft of a template for such special purpose CR is given in Tdoc S3LI04_012.

