S3LI04_165 PDG

Proposal for text changes to the working document for PDG
The following is proposed text changes to S3LI04_141r1 that are needed for SMS interception at the PDG.  
9.1
Provision of Intercept Product - Short Message Service


Figure 19 shows an SMS transfer from the PDG  node to the LEA. Quasi-parallel to the delivery from / to the mobile subscriber a message, which contains the content and header of the SMS, is generated and sent via the Delivery Function 2 to the LEA in the same way as the Intercept Related Information.

The IRI will be delivered to the LEA:

-
for a SMS-MO. Dependent on national requirements, delivery shall occur either when the PDG  receives the SMS from the target WLAN UE or when the PDG  receives notification that the SMS-Centre successfully received the SMS;

-
for a SMS-MT. Dependent on national requirements, delivery shall occur either when the PDG  receives the SMS from the SMS-Centre or when the PDG  receives notification that the target WLAN UE successfully received the SMS.
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Figure 19: Provision of Intercept Product - Short Message Service
Table 2: Information Events for Packet Data Event Records

	Observed NAI

NAI of the target subscriber (monitored subscriber). For further study.

	Observed IMSI

IMSI of the target subscriber (monitored subscriber).

	Event type

Description which type of event is delivered.

	Event date

Date of the event generation in the PDG or the AAA server.

	Event time

Time of the event generation in the PDG or the AAA server. Timestamp shall be generated relative to PDG or AAA server internal clock.

	WLAN UE remote address

The WLAN remote address of the target subscriber. Note that this address might be dynamic.

	W-Access Point Name

The W-APN of the access point. 

	Location Information

Location Information is for further study. 

	Correlation Number

The correlation number is for further study.

	SMS

The SMS content with header which is sent with the SMS-service. The header also includes the SMS-Centre address. 

	SMS Initiator

SMS indicator whether the SMS is MO or MT.

	Network Element Identifier

Unique identifier for the element reporting the ICE.

	Initiator

The initiator of the request either the network or the WLAN UE.


9.4.7
WLAN SMS

For MO-SMS the event is generated in the PDG. Dependent on national requirements, event generation shall occur either when the PDG receives the SMS from the target MS or when the PDG receives notification that the SMS-Centre successfully receives the SMS; for MT-SMS the event is generated in the PDG. Dependent on national requirements, event generation shall occur either when the PDG receives the SMS from the SMS-Centre or when the PDG receives notification that the target MS successfully received the message. These fields will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	Observed NAI

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Location Information

	SMS

	SMS Initiator


� CS – MSC or PS – SGSN or MSC (GMSC or IWMSC)
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