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It is our understanding that TISPAN WG 7 is currently working on a WI for interception.  There is considerable interest from 3GPP SA3 LI in LI activities within TC TISPAN and we would like to exchange liaisons during future meetings and activities.

We would like to work with TC TISPAN to ensure 3GPP SA3 LI handover mechanisms are compatible with the goals and requirements of TC TISPAN and ETSI TC LI.
3GPP SA3  LI has produced the following LI specs. 

· 3GPP TS 33.106: "   " (ETSI TS 133 106).

· 3GPP TS 33.107: "     ". (ETSI TS 133 107)

· 3GPP TS 33.108: “          ” (ETSI TS 133 108).

3GPP SA3 LI acknowledge there are other groups and standards that describe handover and are not intending to supersede or exclude any other activities. 3GPP SA3 LI produced a set of LI specs for UMTS networks that cover both the interception domain (3GPP TS 33.106 and 3GPP TS 33.107) and the handover domain (3GPP TS 33.108). 3GPP SA3 LI and ETSI TC LI work together to promote the harmonizing of LI specs globally.

3GPP SA 3 LI recommends adopting the solution for lawful interception for IMS (IP Multimedia Subsystem) interception as defined in TS 33.107 and TS 33.108 in your specifications.  Note that TS 33.108 uses Report messages as a container to report SIP events.

Please see the recommendations in Tdoc 048






